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ABFIRACT

Epsrizsntal and thecietical stulies of the duckling sad collapse of
sireular eylindrical snd nonicsal shells under longitudinal impeet are descrided,
Yorious sonditions of loading wers invastigetsd such es impect with rigid,
fluid, azé grasular media, snd such effscis &5 initial gecmwirical imperfections,
eodge suppers, and loading ssymmetry were inaludsd, Ia eddition, the effect of
axial impaet at velositiss up to 391 f£i/see om the buskling of thin eylinirical
shells was studied experimentally, Finally, tiree odlams, relating to the
experiments were studied thecretically:s (1) the dynamie buckling of a eircular
sylindrical shell subjesct to en axial loading which varies linsarly with tims, using
the noplinesr theory, (2) dynemic buekling of & sircular eylindrical shell sudjest
%0 a cometant velocity end displecenent, including the &ffectas of plagticity and
inosorporating sxtremely largs deflsctions, and (3) the inextensional shortening
and collapse modad of conical shells for ths eampleste racge of sad ahortening,

Rosulta axe [esented vhich shov reasmonably good coaparisom between
sxperimant and theory for irobdlema (1) and (3) and further for the cuss of
iaternally rressurized eirculsr cylindrical shells under axisl impact (this latter
Tesult ste=s from the previocus jrogram), Io additiom, extensiosal (*ring®)
collapse usvas were obtained in a thin eylindrical shell impscted sxially at a
velocity of 392 ft/sec, This i3 believed t0 be the firat time such s mode has
been observysd in a thin, unprssaurizsd sbsll,
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INTRODUCTION

| Investigations dealing with the buckling of thin cylindricaland - - - |
cal shells subject to an axisymmetric axial impact were perfermed

’f a previous contract with the Flight Dynamics Laboratory, XID.

se studies consisted of experimental and theoretical efforts directed »
ird obtaining a qualitative and quantitative underatandmg of the A B |
imic buckling behavior of such shells under a variety of conditions. : o
conditions studied were (1) loading due to impact with a rigid body,
oading due to impact with a fluid body (water), and (3) initial internal
isure,  In addition, methods of increasing the capability of shells to
ipate energy when subjected to an axial impact were studied. The
tts of the program are summarized in Reference 18.

The program described in this report was a continuation of the h
dous one. Its objectives were: (1) to extend the previous experimental
analytical efforts expended on the rigid impact of cylindrical sad conical
ls in order to obtain a prediction of the behavior from the initiation of o
ict to the onset of plasticity, (2) to study the behavior of shells subjected 1 ;
gid impact velocities high enough to produce plastic waves in the shell
o formulate a mechanism cf the loading and the mode of respanse, and
> continue the study of shells subjected to longitudinally non-rigid im-
so that prediction, at least semi-empirically, of the response to a
a impact medium can be accomplished,

SR e w wt, AT

The program was divided into three phases, accordxng to the afore-
‘ioned objectives.

le I - Rigid Impact

In this phase an examination of the effect of certain often mdefined \
itions on the buckling behavior was made. The conditions considered ‘
1 initial geometrical imperfections, end support, and non-uniformly , :
ibuted axial loading. Initial imperfections of cylindrical shells were =~ .
sured using a system specifically designed for this program. A~
od was found to reduce the measured imperfections to two ngnﬁca.nt
onents, The effect of edge conditions was studied experimentally and
nd conditions considered were the free edge and a free edge containing
ternal circular support which prevented inward lateral displacements’
region near the end, Non-uniformity of the axial loading was achieved
ipacting obliquely on the erd of the shell with a prescribed angle. In
ion to examining the effect of this condition on the buckling behaviur
8 required to determine the maximum angle of obliquity for which an
rly and repeatable collapse would occur, This latter objective is
ed to the use of shells as energy dissipation devices in landing vehicles,

The term ''rigid impact'' as used herein means an impact between
hell and a body in which all deformations are confined to the shell,
arly the term '"'non-rigid impact' applies to those impacts in which

script released by authors August 21, 1964 for publication as an
Technical Docunientary Report.
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eignificant displacements are imparted to the impacted body as well as

° " to the shell,

Phase II = High Velocity Impact

'l‘he purpose "of this effort Cwae to explore through experimentatmn S

the mode of response of cylindrical shells to rigid impacts at velocities
of several Lhundred feet per second. According to the hypothesis of

. Reference 8, a sufficiently high velacity of impact should produce exten-
-sional or "ring" buckling and collapse modes in a shell which, due to its

thinness, would respond at lower velocities in the inextensional or
"triangular' mode. It was desirous to determine whether this is actually
80 and whether the energy dissipation capacity is increased due 0 the
higher energy mode of response. Another aim was to determine a mech-
anism of loading a metal shell structure under a velocity sufficiently high

‘ to produce plastic strains in the loading wave,

Phase III - Non-Rigid Impact

For the case of rigid impact, the stresses to which a shell is
subjected can be significantly large compared to the static buckling stress
even at low impact velocities (for instance, less than 50 feet per second
for a shell with R/h = 250). Hence, buckling and collapse invariably occur,
and all of the axial displacements are confined to the shell, When the im-
pacted medium is deformable, however, lower stresses are introduced into
the shell, depending on the resistance offered by the medium as it is
penctrated., As a result, buckling may or may not occur.

The purpose of this investigation was to determine what the buckling
behavior of the shell is under conditions of impact with deformable media,
to measure buckliug loads, and to evaluate the effectivess of the buckling
in reducing the forces produced by a rigid body impact with the same
medium, It was further required-to obtain'a predxctmn of thec bucklmg ‘
bebavicr with respect to a given medium. A

Experimental efforts were expended in all thrze phases of the pro-
gram and, in addition, related theoretical investigations were performed
on the following three problems, Problem (1) was a non-linear dynamic
buckling analysis of a circular cylindrical shell with internal pressure
subject to an axial loading prescribed as a function of time., Problem (2)
was a very large deflection analysis of a cylindrical shell under a constant
velocity of end displacement, The aim of this problem was to study the
effects of plasticity on the dynamic response, Problem (3) was the study
of buckling and collapse modes of conical shell frusta having negligible
wall flexural rigidity,
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¢. LITERATURE SURVEY

¢ i .

B During the palt threedecades enormous progress has been made
in the field of elastic instability of thin shells of various shapes. This is
particularly true for the case of static loadings of various geometries,

. such as shallow spherical caps, cylindrical ‘shells, and conical shelle,

For these problem areas it is now well recognized that it is necessary to
employ a finite deformation theory which incorporates a consideration of
the initial imperfections present in the shell in order accurately to preaint
buckling loads in agreement. with experimental evidence, Rather compiete
resumes of finite deflection buckling analyses of statically loaded elastic
shells are to be found in the survey papers due to Fung and Sechler (Ref. 1)
and Thielemann (Ref. 2).

Interest in the problem of dynamic buckling of thin shells has arisen
only during the past few years, Perhaps the first effort in this direction was
made by Schmitt (Ref, 3) who conducted an experimental investigation of thin
walled unstiffened aluminum shells dynamically collapsed by the axial impact
of a rigid mass. The maximum impact velocity achieved was zpproximately
500 inches per second. On the basis of these tests it was possible to con-
clude that (a) the energy absorbed in the dynamic buckling is greatzr than
that absorbed in the static case, and (b) the ratio of these energies increases
with increzsing impact velocity over the range of velocities considered.

Pioneering analytical work in the field of dynamically loaded shells
was carried out by Volmir (Refs, 4 and 5). He considersd a shallow circular
cylindrical panel subjected to a rapidly applied compressive loading along
its generators, The panel was assumed to have hinged edges and the ends
of the panel were brought together at a constant velocity which was taken to
be much less than the velocity of sound in the material, This assumgtion
permitted the neglecting of inertia te: 18 corresponding to displacements in
the plane of the middle suriace. For the particular geometry considered,

. it was found that the dynamically loaded panel.was able to sustain a load = .

sixty-five per cent greater than the upper critical value correspending to -
static analysis. After this load was sustained, there occurred an abrupt
drop in load followed by an oscillation of the panel., Actually, at the end
of the drop in load for a very short interval of time the load became nega-
tive, corresponding to an extension of the panel.

A extension of the work described in Reference 5 to the case of a
closed it cular cylindrical shell subject to dynamically applied hydrostatic
pressure or axial compression is due to Agamirov and Volmir (Ref, 6).
The authors apply finite deflection analysis together with a consideration
of initial imperfections and solve the governing equations by the Galerkin
approximation for the case when the lateral pressure increases lirearly
with regard to time. Dimensionless deflection-time relations are pre-
sented frcm which the loss of shell stability can be determined, It is
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. For the case of lateral prejsure increasing at a rate.of 2000 atmospheres . = - |-

,,,hen
. : R

~

h&v;ever. to be noted that in this ;t\;dy the authors greatly simplified the
analysis by taking the values of certain parameters to be the same as given .
by static analysis, This of course introduces an error of unknown magnitude,

RSOSSN SRS

per second it was found that the dynamic bucklmg load was ‘approximately
twice the upper critical load found from static analysis, No numerical re-
sults were presented for the case of axial compression of the cylindrical

An experimental investigation of buckling of cylindrical shells by
dynamically applied hydrostatic pressure has been reported by Volmir and
Mineev (Ref, 7). The shells were duraluminum, having a radius-thickness
ratio of 112, For the case of lateral pressure increasing at a rate of 2000 !
atmospheres per second it was found that the dynamic buckling load was ;
2, 66 times the upper critical load found from static analysis, For lateral
pressures applied even more rapidly this dynamic overload coefficient in- i
creased up to a value of 3,98 when the lateral pressure increased at a rate
of 6500 atmospheres per sepond Also, the number of waves around the
circumference increased aé the loading rate increased, It is to be observed
that this dynamically a.pphed hydrostatic pressure was applied to the speci- -
men by suddenly opening a'valve between a high pressure fluid reservoir
and a lower pressure fluid surroundmg the cylinder. Inspection of the ex-
perimental apparatus reveals that the dynamic pressure along the length
of the cylindrical shell cannot be constant and hence an error of some
unknown magnitude is presTnt in these tests.

In 1960 Coppa (Ref. 4.8) presented a phenomenological theory for the
buckling of a circular cylindrical shell subject to an axially symmetric
impact at one end, According to this theory when a cylindrical shell is
struck on one end by a rigid, infinite mass with a velocity V a stress wave
travels from the struck end at the dilatational wave veiocity c. When the
wave front has traveled a distance Lcr from the sfruck end, instability e

“will occur in this region, prov1ded that the veloczty V is sufficiently great. ’

This instability configuration may be of two types, either an axisymmetric
ring-type buckle, or a triangular configuration depending upon the ratio

L../D where D is the diameter of the cylinder. Once instability has -

initiated, the unstable region is unable to transmit the axial force which

initiated instability and hence the cylindrical region beyond thé critical

region remaina stable, It was further demonstrated that the /postbuckhng
behavior for triangular buckling can be described by a contmuous set of

stable inextensional configurations having progressively shorteraxial ' ~
lengths, successively lower axial resistances, and the same ./u!;b“* of g T~
circurnferential waves as the critical configuration, T~ :

N An analytical solution of the problem of a long circular cylindrical .
siell subject to a suddenly applied radial load which immediately begins T
to decrease in accordance with a negative exponential relationship has s




_been offered by Slepov (Ref 9). The solution is formulated in terms of
iln assumed Fourier series expansion for stresses and deformations but
'no numerical data are presented. The problem of stability of a long
. cylindrical shell submerged in a'liquid and stddeniy subjected to an
‘increase in lateral pressure has been examined on an energy basis by
Pertsev and Kadashevich (Ref, 10). A simplified analysis based upon
linearized small deflection theory for the case of a thin cylindrical shell
with hinged ends when one end is given a constant velocity and the other
end is immovable has been presented by Blokhina (Ref, 11), The shell is
assumed to have initial imperfections in the form of ring-type corrugations
symmetric around the circumference and only axisyrametric deformations
arc considered., The analysis based upon these conditions led the author
to conclude that the greater the velcity of loading, the smaller will be the
amplitude of lateral deflection. Another study based upon licearized small
deflection theory is due to Yao (Ref., 12). It treats the stability of a long
cylinder under radial pressure of short duration. The equations of motion
are reduced to a mass-spring system having a single degree of freedom.

It is shown that if the magnitude of the pressure is greater than the static
buckling pressure, the displacement will increase monotonically as loading
-duration becomes long, It is also found that the cylinder can withstand an
impulsive loading greater than the static buckling pressure if the loading
duration is very short compared to the free vibration period of the cylinder
in its first mode.

A refinement of the analysis presented in Reference 6 has teen
offcred by Kadashevich and Pertsev (Ref, 13), In this work the authors
again consider the effect of a uniformly distributed transverse dynamic
load on a cylindrical sheli., However, in contrast tc reference 6 here not
only is the inertia of the formation of buckling waves taken into accout but
also the inertia of axisymmetric compression of the shell, This permits
. the authors to obtain the equations of motion of the shell for the case of
more rapid application’ of the load than is admissible in the system of
equations given in Reference 6. Lagrange's equations are employed to
obtaln the differential equations of motion and these are solved by digital
computer techniques,

The problem of impulsive pressure acting on a long elautic
cylindrical shell presumed to be in a state of plane strain has been con-
sidered by Goodier and Mclvor (Ref, 14), 7The pressure is assumed to
impart a uniform initial radial velocity to all elements of the shell thereby
producing a purely radial motion in a '"breathing' mode. However, this
mode can be unstable with respect to small departures from uniformity
ind the energy of the breathing mode can be quickly transferred almost
wholly into the one or two flexurzl modes whose frequencies are closest
o the half-frequency of the breathing mode. Such a frequency implies a
relatively high flexural mode. The authors also consider the case of an
impulsive pressure sufficiently great to cause inelastic inward flow,
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- load and subject to dynamic lateral pressure has been investigated by Koval .

analysis appearing in Reference 6 to include more free parameters,

Plastic strain hardening and visco-plastic laws are considered. The =~ . h} ;
motions found in all cases have one interesting common characterisiic, ;
i,e. a series of wrinkles may develop around the entire circumference.
A theory has been postulated by Abrahamson and Goodier (Ref, 15) to L e
explain this wrinkling which has also been observed expenmentally. . i i

The stability of a thin cylindrical shell with a constant axial pre-

and O'Neill (Ref, 16). The study investigates the coupling between an axi- .
symmetric ring type mode and the asymmetric mode into which the shell
will initially buckle, It is demonstrated that under certain conditions when
the ring mode is dynamically excited it may be possible to induce buckling .
at a dynamic critical pressure that is smaller than the static buckling pres- ‘
sure for shells having radius-thicknes s ratios less than 200. The authors
also reported an experimental investigation in which an electrostatic loading %
system was applied to coated mylar cylinders for the purpose of producing i
high rates of lateral loading. The coating consisted of an aluminum film f
that was vacuum deposited on the inside of the mylar specimen. Another ;
recent study is due to Roth and Klosner (Ref. 17) who have refined the

Finally, a recent report by Coppa and Nash (Ref, 18) presents an
experimental as well as analytical approach to the problem of buckling of
thin elastic cylindrical shells due to axial impact. The experiments in-
dicated that buckling of a cylindrical shell is initiated during the first
passage of the axial compression stress wave due to the initial impact
when the impact velocity is sufficiently high., Another significant experi-
mental result obtained is that the asymmetrical form of shell buckling
occurs as a result of smooth transition from the symmetrical or ring form
of buckling in some thin cylindrical shells subjected to an axially symmetric

_ axial impact, The analytical phase of this study consisted of an extension

and. refmement of the finite deflection analysis due to Volmir, It md1cated C
that both the upper critical stress and the number of circumferential waves - -
increase and the time to initiate buckling decreases with increasing velocity

of impact, These trends are in agreement with the phenomenological theory
due to Coppa (Ref, §j.

The past few years have also seen several interesting contributions
to the problem of dynamically loaded shallow spherical shells, The first
of these, due to Suhara (Rei. 19), treated such a shell subject to a sud-
denly appiied uniform pregssure of infinite time duration. Non-linear
strain-displacement relations were employed and only the inertial term
corresponding to the direction normal to the shell middle surface was re-
tained. A buckling configuration geometrically similar to that found in the
case of static lcading was employed and a solution to the dynamics equations
was obtained by a variational method with the equations being solved on an B
analog computer, The study was of a rather qualitative nature since the
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* author éoﬁéidded that a more accurate deflection function should have
_ been emplo 'ed

Inl 62 Humphreys and Bodner (Ref, 20) employed & nonlinear

C aiw.lysh of this same problem and formulated the critical condition of the

dynamic system through an energy method. Although the behavior of the
dynamic response was not obtained by this method, the general relation
between the geometric shape and critical impulses as well as critical

‘deflections was obtained rather simply. In that same year Budiansky and

Roth (Ref, 21) examined the behavior of a shallow spherical shell subject
to an impulsive loading uniform over the surface but of various time dura-
tions. Nonlinear finite deflection analysis was employed and the authors
integrated a five dagree of freedom dynamic system numerically to obtain
the buckling condition.

The ;:oblem of transient response of 2 shallow spherical shell
subject to dynamic loads with arbitrary time history has been investigated
by Koval and Bhuta {(Ref, 22), These authors employed nonlinear finite
deilection theory and approached the problem from the standpoint of
expansion of deflections in terms of eigenfunctions of the shell, A digital
computer program was presented which gives dynamic response for such

shells with a variety of boundary conditions and also with a consideration
of small damping,

More recently the problem of dynamic buckling of a clamped edge
shallow spherical shell subject to impulsive uniform normal pressure has
been examined by Ho and Nash (Ref. 23) and Ho (Ref. 24). These studies
were based upon use of nonlinear finite deflection relations, and sought a
transitional point for an originally stable system after which the system
would be unstable, This of course represents the critical condition for the
structure., The dynamic characteristics of the system were considered and

" -it was shown that the study of the stability of the dynamlc system is essen-

tially equivalent to the condition that the system moves on the separatrix in
the phase plane, Loss of stability as employed here kas the same nature
as the usual dynamic buckling criteria, i.e, the characteristic deformation
undergoes a severe change, This criteria is readily extended to multiple
degree-cf-freedom systems., Specific cases of a clamped edge shallow
spherical shell subject to (a) suddenly applied pressurs which is constant
with respect to time, or (b) uniform pressure linearly incrsasing with
respect to time were treated on the basis of this criteria,

A problem area =losely associated thh& dynamic buckling treat-
ments mentioned above is that of instability corre apo 5.1’:"' tc autcpa ¢
ric excitation in nonlinear oscillations., In this type o oblem the
objective is to construct a range of parameters which cl:;.ixa}%nges the
impulse imparted to the thin shell and in the presence of\u}uc\hsnapathrough
buckling of the shell does not occur, For example, a long cylindrical shell
(if assumed to be in a state of plane strain) when subjected to a preséure
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loading of sufficient magnitude buckles statically into an ovai shape, If the
loading is dynimic, sinusoidally varying pressure for example the shell
may still buckle in the sense that the character of the motion may substan-

tially alter as time increases, If the frequencxes involved are sufficiently ° S

high the dynamic terms must be included and this constitutes a problem in
forced vibrations., The term dynamic stability is often employed to charac-
terize this autoparametric phenomena but it should be understood that the

~significance of the term is somewhat different than the sense in wluch it ha. o

“been previously employed in this discussion,

Linearized small deflection problems involving autoparametric
oscillations are treated rather completely in a book by Bolotin (Ref, 25).
The impulses considered there are usually of a harmoenic type superposed
on a constant load. The geometries treated include plates, panels,
cylindrical and spherical shells, The finite deflection problem of a cylin-
drical panel aubject to a normal impulse which decays exponentially has.
been investigated by Bolotin et, al. (Ref. 26). Autoparametric oscillations
of this same structure when subjected to a pulsating longitudinal pressure
-producing finite deflections have been investigated by Mishenkov (Refs, 27
and 28). Damping was considered in these treatrnents. Pulsating radial
pressure applied to a circular cylindrical shell undergoing finite deflections
creates parametric oscillations which have been investigated by Cnuni (Ref,
29). This same author has also considered parametric oscillations of
anisotropic shells (Ref, 30), The problem of autoparametric oscillations
of a circular cylindricai shell loaded by pulsating longitudinal pressure has
been treated by Bolotin and Boychenko (Ref, 31). One of the very few
experimental investigations of this phenomena has been reported (Ref. 32)
for the case of cylindrical shells subjected to pulsating lateral pressure,
~ A treatment of dynamic stability for cylindrical shells subject to axial or

radial loads for the case of small deflections has been presented by Yao

‘(Ref.: 33), ‘The regions of instability-and stability are-established-directly - -

" in terms of the shell geometry, the load intensity, and frequency. - The
results indicate that a cylinder designed according to the static buckling
load can withstand an additional periodic load, It was found that the ratio
of additional periodirz load to the static buckling load was greater for a thin
cylinder t'.an for thicker cylinder of the same radius., It was also found
that the resistance of a cylinder to loads in excess of the static buckling
load increases with increasing frequency of loading,
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i 3. EXPERIMENTAL FACILITIES

@ «

" PART . EXPERIMENTAL PROGRAM

‘3. 1 Preuurized Shell lmgact Tester

The apparatus on which experiments with pressurized shells under
' rigid unpa.ct are performed was described in Reference 18 and for com-
pleteness a description is included herein. Referring to Figure 1 a cross
beam assembly is guided vertically along a one inch vertical shaft which is
held under tension via two spherical bearing seats., A carriage containing
two low friction ball bushings connects the cross beam to the shaft thereby
providing accurate, tight positioning and an extremely low friction guidance.
An electromagnet which can be raised and lowered by means of a winch
operated cable system, provides the force for lifting the cross beam
assembly and for quickly releasing it. At one end of the cross beam, the
impact head is mounted via a special release pin and at the other end, a
counterweight is similarly attached. A mechanical release mechanism,
one at each end of the cross beam relzases the impact head and counter-
weight together froin the crossbeam., Mounted centrally with the vertical
shaft is a shock absorbing system the upper end of whose shaft contains a
plastic foam buffer. After release, the crossbeam assembly containing
the impact head and counterweight falls freely along the shaft while re-
strained from rotation by a guide wire. Prior to impacting on the foam
buffer, the release mechanism is actuated, the point of release being held
as close as practicable to the impact end of the cylinder. Prior to striking
- the specimen, the impact head impinges against three pivoted rods either
of which triggers the oscilloscope traces, Once released, the impact head
is unrestrained and therefore free to undergo rotations, By careful adjust-
ment, however. the impact head can be controlled to be coplanar with the
epecimen end to an acceptable degree at the imtxatmn of unpa.ct.

<
c

The maximum velocxty obtama.ble at 1mpact is 43. 5 ft/sec. a.nd
the allowable weight of the impact head, limited by the present magnet,
is approximately fifty pounds,

3.2 Modified Pressurized Shell Impact Tester

A simpler modified version cf the above described apparatus shown
in Figure 2 results in 2 number of advantages, although the specimen size
is limited to eight inches diameter. The advantages are (1) the impact
head is restrained from rotating before and after impact, (2) the impact
head is retained on the apparatus (3) the maximum allowable weight of the
impact head is increased to 100 pounds, (4) the test set up is considerably
simpler and (5) the impact velocity is increased to 46 ft/sec. The impact
head assembly was designed with a center of gravity that 18 offset from
the vertical guide by a distance of 4 inches, The specimen to be tested is
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°< _negligible, as long as the ahgnment is good.®

'mounted so that its central axis passes through the center -of gravxtv of -
the head. Upon impact, the resultznt of the head inertia forces is in

equal opposition to and aligned with the resistance force of the impacted
shell, Conlequently. the moment transmitted to the guide shaft is

3.3 Non-Rigid Impact Tester

o < “With this apparatus (shown'in Figure 3) which is.a modification of
the described above, shell structures may be impacted into deformable

media such as fluids, soils, or any other natural c¢r simulated penetrable
media, For fluid tests, a tank, 4 feet in diameter and 50 inches in length,

is placed centrally beneath one of the release points. The specimen together
with its mounting fixtures is mounted on the cross beam and is made to im-
pact into the tank in the same manner as previously described for the impact.
head, The tank contains a large window of 1/2 inch thickness Plexiglass,
through which high speed pictures of the .;pecimen can be taksn during impact,

For tests with solid media, the tank may also be used, but it was
found preferable to use a plywood box container in order to prevent abrasion

of the Plecxiglau window by solid particles,

The maximum velocity and allowable specimen assembly weights are
approximately the same as for the pressurized shell impact tester.

3.4 High Velocity Structural Impact Facility

This facility was designed to test structures of appreciable model
size under the action of high velocity, heavy mass impact, The kinetic
energy available at impact is nominally 55, 000 1b, ft, with growth potential
up to 150,000 1b, ft, The velocities obtainable depend on the mass which is

. .propelled; -As an example; a l4-pound projectile can be given.a nominal .
. velocity of 500 ft[sece .The apparatus is shown partly disassembled.in - .-

Figure 4. The drwmg element is a pneumatic cylinder which suddenly dis-
charges a volume of high pressure gas when a diaphragm is ruptured. The
expanding gas accelerates the projectile through an accurately honed tube
whose length and bore diameter are 18 feet and 7,09 inches respectively,

The specimen to be tested is mounted on a housing which is mounted
on rollers and thereby is free to move along the direction of impact. On
the end of the housing facing the impact is a buffer section whose purpose is
to eliminate projectile rebound during the final process of arresting the
projectile. The specimen, which may be as large as 6 inches in diameter
and several feet in length, protrudes through the buffer sec*ion and is ex-
posed to the impact of the projectile, During “he test, the specimr.2n retracts
into the protection of the buffer housing and is thereby protected against any
further damage, The energy stored in the system after the completion of
the test is absorbed by a hydraulic shock abssrber,
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... This apparatus features accuracy of alignment of the specimen S
and projectile at impact, a section for taking high speed motion pictures,

and a completely enclosed design which allows safe operation in the

laboratory,
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The principal quantities that were required to be measured were
) “the axial resistance of the shell to'the impact head; the critical.buckling*:
. stress and time, and the postbuckling load history. It was further desu-ed
“to obtain visual records of the overall surface of the shell as it responded
to the impact. A brief description of the instrumentation that was used to
.obtain and record the requ:red measurements follows: Cee

4.1 Accelerometers -

Accelerometers were used to measure the total axial resistance of
the shell as it varied with time. This was done by mounting the acceler-
ometer rigidly within the impact head and meacuring the acceleration of
the head during impact, The acceleration is due to the sum of the axial
resistance of the shell and the force of gravity, The accelerometers that
were used were (1) Gulton AA-25 -0il damped piezoelectric crystal accel-
erometer with a usable frequency up to 13, ¢ KC, a damping factor of , 65
critical, and a sensitivity of . 12 mv/g. (2) Endevco 2225 - Piezoelectric
crystal accelerometer with a resonant frequency of 80 KC and a sensitivity
of .5 mv/g.

4.2 Strain Gages

The buckling stress and the time at which buckling is initiated was

measured by strain gages mounted to the shell wall in opposite pairs so
as to cancel bending. The measurement of the buckling stress was con-
sidered to be valid when three pairs, equally spaced about the circum-
ference and located sufficiently distant from the region of buckling, showed
reasonably similar stress-time records. The buckling stress-time curve
~was taken as the average of the three records, The stram gages alco

. _yxelded the postbucklmg stress hlstory. L C et ee. - ;

The gages used were Budd Metalfilm types C12-1X1-32A (1/32 in,
gage length) and C12-111 (1/16 in, gage length) The bonding material was
Eastman 910 cement.

4.3 Photography

A Fastax motion picture camera having a maximum framing rate
of 16,000 frames per second was used to obtain a visual record of the
overall deformational behavicer of the shell during the impact,

4,4 Recording

All acceleration and strain data were recorded with oscilloscopes
(Tektronix model nos., 531 and 535) equipped with single sweeps and
Polarcid cameras,
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Oscilloscope sweeps were initiatcd by a variety of trigger eystems,
' depending on the type of test. In each case, the impacting body made
“‘electrical contact with one or several pivoting trigger rods which were set
| at a specified distance from the impacted body. In this manner, the initial
sweep of the scope was at a zero value of the quantity to be measured,
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5. PHASE 1 - RIGID IMPACT E . R

* 5,1 Apparatus
5.1.1 Pressurized Shell Mounting Fixtures

3

" One of the fixtures that were used for mounting the shells for testing

is shown in gigure 5. It has three mounting surfaces, an outer one gor
mounting 12~ semi-vertex angle cones, a middle one for mounting 5 semi-

vertex angl)> cones and inner one for mountmg cylinders, On the inner most. .

ring, the Mylar pressure membrane is clamped. Sets of four legmented
.clamps are used to fix the shells securely to the fixture at their bases.. The
central hole at the middle leads to a set of six one inch diameter holes that
run radially out through the sides of the fixture, thereby providing for
venting of the interior of the shell,

At the center bottom of the fixture, a bracket for mounting the
membrane support chain is located., This is shown in Figure 6 together
with a shell and membrane as they appear in the pressurized configuration,

5,1.2 Strain Gage Attachment Fixture

In order to mount strain gages accurately in any part of the shells
used in this program, it became apparent in the previous program that
some kind of fixture was necessary. As a result a fixture was built which
has since proven its value many times, The fixture is shown in Figure 7.
It consists essentially of two parallel arms having an open end and made in
one rigid piece., Near the open end, each arm has a hole which is aligned
accurately with the other, Through each hole is a circular plug that is
restrained from rotation but free to translate in the hole, A cam mech-
anism actuates the translation of one plug and a micrometer head the
other., The arm assembly fits in a slot and is perpendicular to a circular
plate and can be poutzoned with respect to the plate by a clamping nut,

" In tising the fixture, the circular’ plugs are removed from the arms and*
‘strain’gages are attached to them with‘a material like soft wax which wxil
not adhere strongly to the gage=s. The gages are positioned on the plugs
with the aid of scribed cros> narks that indicate the axial and circum-
ferential directions, Strain gages adhesive is now placed on the shell at
the required location and the entire assembly.less the plugs is placed on
the shell, via the arms straddling the shell wall, The assernbly is
attached to the shell when the end of the shell fits on the shoulder of the
circular plate, The arm assembly is finally positioned by sliding the
arm assembly in the circular plate and locking it. At this noint, the
plugs with strain gages attached are inserted in their respective holes
and the cam turned until the gage makes contact with the ‘nner wall sur-
face with light pressure, Then the micrometer head which is always used
outside the shell is screwed in until the gage makes contact with the outer
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surface of the wall and slips on via its torque limiting rachet, The contact
pressure is now a firm 1-2 pounds, the value recommended by the strain
gage manufacturer for prcper attachment, The plugs are then mcoved out- -
ward, the fixture removed, and the installation of an oppodtc pdr of gages
is eomplotad.

- ¢ By thil means a back to back gage assembly can be installed to

. within several thousandths of an inch deep in the interior of the shell with

additional savings of time, tedious labor, and scrappage.
5.1.3 Imperfection Measurement System

The system for measuring the initial imperfections of shells con-
sists of three parts: (1) the measurement table, (2) the low pressure gage
and stand and (3) an oscillograph., Figure 8 shows the system less the
oscillograph in a set up for measuring cylindrical shells. The principle of
operation is simply to rotate the shell about a fixed central axis which
passes through the center of the shell at its base and is perpendicular to

~ a surface plate. A gage mounted on a straight post which is also perpen-

dicular to the surface plate is positioned a certaia distance R, from the
axis of rotation., If a perfect right circular cylinder having a radius R

is mounted centrally and made to rotate about this axis, the gage will not
deflect. If the cylinder has any deviations from a perfect one, the gage
will deflect when these deviated regions pass it, This applies to non-
circular right cylinders as well, If the gage is such that it gives an elec-
trical output that i~ proportional to a linear deflection,deviations can be
recorded automa’:cally on a recorder. If in addition, the speed of rotation
is constant, then the record is directly readable in terms of the deviation
at all circumferential positions,

In order for this system to work, it is essential that the wobble of
the central axis of rotation be negligibly small or else have a known con-
stant value, This was achieved in the system being described merely by
supporting the measurement table rotating plate, shown at the bottom of -
Figure 8 on a thin film of- oil, The ‘rotating plate and ali subsequent plates
that are mounted on the rotating plate are ground or machined flat to within
several tenths of a thousandth of an inch and all svrfaces for mounting
shells are made circular and concentric with the axis of rotation to within
very small tolerances,

The rotating table is driven by an electric gear motor at a constant
speed of 3 rpm, thereby achieving automatic correlation between the
measured deviation and its location along the circumference,

The gage is a Schaevitz linear variable differential transformer

type with a pivoting arm which produces a low contact pressure of about
2-4 grams, This is more than adequate for avoiding objectionable deflec-
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tions of th;n cylindrical shells havmg a radms to thickness. i-atio ‘of 700 or -

/

/,

‘removed, Continuous transverses of the cir¢imference are then made at

'less while measurements are being made. The txp deﬂection of the gage in

its linear range il 060 inch,

cThe’ci:ylixiaé‘r to be measured is mounted on the mounting fixturé in .
its final testing assembly, complete with pressure bag and instrumentation.
Prior to tightening the base clamps, an accurate circular plug is inserted
at the top end of the shell. The base clamps are then tightened and the plug

as many cross sectional stations as desired. This is done merely by _
moving the gage bracket to the appropriate positions along the height stand.

The cylinders are measured also under internal pressure by in-
flating their membranes with air supplied through a long flexible tube
connected to the mounting fixture. This tube allows rotation of the assembly

. while at the same time msertmg air to make up for unavoidable leakage

through the membranes,

Complete mapping of twenty cross sections can be measured and
recorded in about one half hour,

5.2 Specimens and Instrumentation

: The cylindrical and conical shells used in Phase 1 were made from
5052H-38 aluminum alloy sheet material. The cylindrical shells had the
following dimensions: inner diameter 5,705 in., length 22,80 in,, and
wall thicknesses of . 008 and .016 inch. They were fabricated by rolling
an accurately cut rectangular sheet metal blank and carefully butting the
edges, The seam was made by bonding a narrow longitudinal strip having
a thickness of one half the wall thickness on each side of the butted edges,
using an epoxy adhesive. The surface of the , 016 in, wall thickness shell

-~ had maximum radial deviations of less than ,016 in,, or-one wali thickness -.
- with one end held. circular-and the: -opposite end free, The. devxanons of the e

.008 in, wall thickness shell ranged up to two wall thicknesses,

A grid of axial and circumferential lines was put on the outside
surface of the shells, The lines were . 010 in, thick and were spaced

~1/4 in, apart in both directions, The spacing accuracy was within

.002 in/in, The purposes of the grid were (1) to serve as a reference
system for making imperfection measurements and reading the high speed-
motion pictures, (2) to render buckling deformations more visible both in

/ﬁue motion pictures ax{dmtpe final specimen, and (3) to show large mem-

brane strains to an approximate degree,

g

=,

Wl shells had an axial length of 22,8 in,, a major diameter
of 7.68 in,, a~minor diameter of 3.84 in., and a wall thickness of , 008 in,

They Wrﬂahzicaféd-by first cutting a conical blank on a reference tem-

=~

N
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ite, rolling and forming a simple lap joint along a generatrix with
hesive bonding materials, Two adhesives were used; both made by the
mnesota Mining and Manufacturing Company, They were no. EC-2216

‘A, a room temperature curing epoxy paste type adkesive and Scotch-
1d brand film type adhesive no. AF42, having a film thickness of . 004 in,
ch required a preparation of the aluminum metal surface alofollowr

taline degrease wash, rinse, and etch for 10 minutes at 150 F in a solu-

n consisting of 30 parts distilled water, 10 parts concentrated sulfunc

id, and one part sodium dichromate. The curing cycle used was 150 F
th no clamping pressure for 2 hours for the EC-2216 B/A and 350°F with
psi clamping pressur= for one hour for the AF -42 adhesive, The EC-

16 B/A adhesive has the advantage of a low temperature cure but has
latively low peel strength and is messy to use, The AF42 adhesive has
cellent peel strength and is very convenient to apply, but the 350°F 60
nutes curing requirement must be tolerable to the material being bonded,

The standard instrumentation of the cylindrical shelis consisted of
accelerometer mounted centrally in the impact head and strain gages
nded to the shell wall, Strain gages were mounted in opposite pairs in
nost all instances and so wired as to cancel the flexural components,

e gages were located as follows: three axial pairs equally spaced at .
d-length to measure the dynamic buckling and postbuckling loads and
aes; one axial pair 2 inches behind the impacted end to measure the
‘ess-time character of the dynamic loading as initially introduced into

+ shell; one circumferential pair to measure the static hoop stress due
internal pressurization for the purpose of verifying the effsctiveness

the membrane pressurization method and to measure the dynamic
‘cumferential stress near the impacted end in specific instances. Strain
ies were mounted at other positions whenever it became necessary.

An instrumented cylinder mounted in the test fixture is shown in
fure 9 in a ready condition for testing., This particular zpecimen had
internal circular plate mounted at the impact end, the purpose of which
s to test the effect of supporting the end against inward displacement of
: shell wall, The plate was not attached to the wall but rather fitted
1ggly when first introduced into the shell, Upon pressurization the shell
11 x'as free to displace radially and hence was nct subject to initial defor-
tions due to pressure, The plate was supported against the axial pressure
d by a chain which was attached centrally to the plate at the upper end and
the center of the mounting fixture at the bottom, The pressure bag was
unted to the inside of the plate and to the mounting fixture in a manner
nilar to that described in Reference 18,

The instrumentation of the conical shells consicted also of an
:eleromeater mounted in the impact head and strain gages bonded in

»osite pairs, The location of the strain gages varied to a certain extent.
example of an inastrumented conical shell is shown in Figure 10, which
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..shows a set of three axial pairs equally spaced arocund the circumference

at a station 2 inches behind the impact end, and a set of three (including

one of the above) axial gages aligned along a generatrix of the cone and near
both ends and at the mid-langth position, Other conical specimens had three

... pairs equally spaced about the circumference at the mid -length station and -

another set along a generatrzx at several axial positions.

5.3 Initial Imperfection Measuremente

The zero reference for the imperfection measurements that were
made with the previously described system is-the cylindrical surface which
is formed by a right circular cylinder whose base coincides with the base
of the actual cylinder and whose axis coincides with the central axis of the
rotating table. Errors due to wobble of the axis of rotation about the refer-
ence cylinder axis are accounted for by applying correction factors to the
various axial stations. Since the specimen is measured in its test fixture,
mounting inaccuracies become part of the effective imperfections that are
pertinent to the buckling behavior. Care, however, was taken in mounting
the shell so that mounting "imperfections' would not be larger than those
resulting from the amount of nonperpendicularity of the base section,

Prior to mounting the shell, a traverse was made of the mounting
circle to establish a straight reference line on the oscillograph. The
specimen was then mounted, and a traverse made of the outer diameter
surface at the base of the shell, This line was slightly wavy due to the
difference between the inner diameter of the shell and the diameter of the
mounting circle. The radial displacement in this waviness was a maxamum
of . 003 in, (including the seam)., Traverses were made of twenty axial
stations one inch apart along the cylinder in addition to the base. This was
done for zero pressure, half test pressuxe, and full test pressure for mosat
of the cylinders without disturbing the mounting, Typical traverses are
shown in F1gurea 11(a),(b) in which measurements at axial position 9 of

specimen G-8 are compared at two values of internal pressurization, 0 ‘and *

'"17 psig.’ The circumference of all fraversed stations was also measured -
in later specimens when it was found that their variation was rot negligible,

The traverses in themselves are not very meaningful since they
merely tell how the actual surface deviates radially from a perfect right
circular cylindrical surface whose base section coincides with it, In order
for these measurements to be useful for comparing exp rimental values
with theoretical predictions, they must be reduced to meaningful components
of deviations which are related to the coordinates of the shell,

The traverses were integrated to determine the position of the
centroid of the actual cross sections with respect to the reference base
section, Referring to Figure 12 the centroidal position of the section at
station i is shown at O' displaced from the center O of the reference base
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< elrcle by the distance 8,. The line segment OO' is shown oriected by the
~ angle 8, from the line op. The point P specifies the rotational position
;. on the lhell at the start of measurements., The point Q is at the point of
‘ measurement and the measurement is directed along the line OQ which is
" located from OP by the angle 8. The circle with center at O! {with radius
" Rj) and having a ciréumference equal to that of the actual cross section at
" 'station i represents the mean circular position of the actual section. The
radius Rji is assumed to be somewhat different in magnitude from radius
. R, the difference being on the order of 8 . ‘

The ou;'face made up of all the» mean circular cross sections
properly aligned is a circular '"cylindrical'' surface having a crooked axis
and is illustrated in Figure 13,

The radial difference between the actual and mean surfaces, 4 is
determined with the aid of Figure 12,

A=3 -3 cos (8- Oo) +'Ri cos A - R]

where A = sm-l (8 /R.sin(8-9 )] . A (8) defines a waviness type of
imperfection about the 1c:u-cumt'erence of the rhean circle at station i, A
plot of values of A at all axial stations for a fixed value of 8, designated

by A (i)g , gives the waviness about the crooked longitudinal of the mean
"cylinder." A(0)j and A (i)g , therefore, are the imperfection components
and together with X; and y; , the components of the centroids of the sections,
completely describe the imperfections of the shell,

This system of imperfection components is related to the manufacture
of shells, The A (8); and A (i)g are due largely to waviness in the sheet
material from which many shells are formed. Such waviness occurs as
a result of thz she«t rolling operation and is usually uncorrectable, An-
other source is the longitudiral seam which shells formed from zheet
material possess, ‘Local distortions in the vicinity of the seam and other ‘

* joints due to welding are a common form of such 1mperfectwns. ‘The x;
and y; types of imperfectiun, on the other hand, are due to inaccuracies in
fabr:catxon. If the shell is made from sheet material and the rectangular
blank does not have equal and parallel opposite sides, or if in positioning
the seam for the joining operation the seam edges are not parallel, the
centroids of the shell will be disturbed and result iz the x; and y; type.
Overall shrinkage of welded seams can alsc¢ contribute to this type of im-
perfaction, ,

In reducing the measursd traverses the following assumptions were
made: (a) the radial deviations 8 are very small compared with the average

radius of the cylinder and (b) the area of the mean circular cross section
\gation i is equal to the area of the actual cross section at i,
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. at which meuuremants _start, the cartesian coordinaten of the centroid
" of the actual cross section are (refer to Figura 12): ’

B : o
¢ 3 : . o s . o
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Taking as the x axis the line puiin’g between the center of the
reference base circle (the center of rotation) and the point on the shell

. R+6(‘9)i
2% g e e e
R | S S " p“cos8.dpde
¥R, o -
‘2: L,
_ : . RM(G)i s 3
v« = j’ p° sin“0 dp a8
i (+]

considering the expression for ;i‘

- 1 [ 3
x, = 5 j [,R+6(9)i] cos 648
7R,
1
. J'[R+3Rb+3na +8°] cos 046
3‘)7Ri

The integral of the first term is equal to zero,
2n

Examining the terms and noting that R & Ri and 8§ /R; <<1, it is evident
that the second two terms may be neglected in comparison w1th the first.

Hence
2
- L(rY j"a(e) 9 d8
*~ 7R, . i €08

and similarly
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; From theee. the xi a.nd y'i can ,be determined eu'.ly end therefore 1] L
. and .o obtained: c |
3{ xi + yi ( | ;
a Y,
- 9 _.=tan l-gl-‘-i---
o | .

5.4 Plots of Imperfection Components

Plots of the A (§), imperfections of Specimen G-8 are shown in
figure 14 for axial positions 21,6 (Base), 18, 15, 12, 9, 6, 3, and 0, and
for internal pressures of 0 and 17 psig, The position numbers refer to the
distance in inches of the section from the top or impact end of the shell,
The vzlues are plotted about the straightened-out circumference of the
local section of the unpressurized shell and herce should be distributed

about this reference such that negative and positive areas under the par-

ticular A(O)i curve sum to zero, This is in keeping with the assumption
that the imperfections leave the cross-sectional area unchanged. This
condition is met to a satisfactory degree with discrepancies being less
than . 003 inch at the top section and considerably less at most other
sections, In all the sections represented, it is clear that the internal
pressure accomplishes a reduction of the waviness imperfections, both
with regard to form and magnitude. Comparing the shapes of the curves
at a given section, the correspondence of form between the preee\irized
and unpressurized cases is evident, showing a reasonable trend 1:1 the
form from the unpressurized to the pressurized cases. This fact demon-
strates the resolution capability of the measurement system,

, The devxatmne rhroughout the ma,Jor portion of the ehell a.re thh.m
", 007 in except in the region between the circumferential positions 12-17,

the region about the seam, Deviations in this region are particularly
large as high as , 020 in. and show that the seam, the center of which is
located near position 16 is the major cause of imperfections in the shells
used in this prcgram. In addition they show that thz disturbance due to
the seam extends far beyond its width of 1/4 in, The internal pressure
has the particularly beneficial effect of diminisking the magnitudes of
the searn disturbances almost throughout this entire shell,

A similar beneficial effect of the pressure on the imperfections is
shown in the plots of values of A (i)g corresponding to six circumferential
positions of Specimen G-8 is given in Figure 15, The overall effect of re-
ducing imperfections is evident, The base line about which the A {i)g
are plotted is the straightenad-out longitudinal of the mean imperfect shell
which corresponds to the same circumfererntial location,
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... . In Figure 156 plots of the x. and Y, components of the centroids of
LSpecimcn G-8 about the axis of the reference perfect cylinder (axis of
rotation) are shown. The plots indicate an overall lean of the shell from
the top to the bottom, The effect of greater internal pressurization is

~not evident and in.fact the centroidal displacement for the pressurized .

. shell (. 0055 in.) is greater than that of the unpressurized shell (. 0038 in. ).

This fact is not unreasonable, however, when one considers that the
method of pressurization employed is such that essentially no axial force
is introduced into the shell wall by the.pressure, . - v - . ¢

5.5 Descriptive Outline of Tests

The tests that were conducted under Phase I are described in
Table lo

5, 6 Re su’._gg_

5.6.1 Prassurized Cylindrical Shells

The accelerometer record obtained from this test is shown in
Figure 17, The first and second peaks of deceleration which characterize
the response are 80 and 58 g's, if the mean of the oscillations is taken,
Equating the deceleration force to the resistance of the shell, the average
axial stresses corresponding to these are 26,300 and 19,100 psi re-
spectively, the duration of the peaks are 400 and 800 seconds, respectively,
The gradual rise in deceleration at the beginning of the trace and prior to
impact on the shell is due to the effect of the pressure bag which protrudes
above the shell end,

Test No, G-2

The axial strain records obtained f;om the three pairs of equally- -

épaced gages ‘located at the rmd length of the cylmder were remarkably

“ alike during the initial rise and fall of the first peak, These are shown
in Figure 18, The average peak axial compression stress and average
time to reach the peak were 26, 700 psi and 560usec. Subsequent to attain-
ing the peak, the strain rapidiy falls to a tension strain of 9300 psi at a
time of 850 usec. Thereafter, the strain fluctuates at a mean value of
approximately 20% of the peak value.

A record of the deceleration history was not obtained due to a
cable failure, The value of deceleration deduced from the average peak
strain is 162 g's,

Test No, G-3

The strain records obtained from this test are shown on Figures
19 (a) - (c). As in the previous test results the strain records from the
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' “." TABLE I - DESCRIPTION OF PHASE I TESTS

i Shell Type Vo q Impact End
i . ft/sec |psig | Condition Conditions
Cylindrical - ,008 | 11,5| 8.5 | Vertical | Impacted end: free;
in, wall thickness Opposite end: clamped
Cylindrical - . 016 11,5117 - , _
_ﬂin. wall thickness
11.5 |34
-
23 17
q
23 17
-
23 17
—d
23 |34 ! '
11,5 |17 ' Impacted end: free-
6 ¢ supported
Opposite end: clamped
Cylindrical - . 008 1.7 0 Vertical pacted end: supported;
in, wall thickness Opposits end: clamped
14 in, length Oblique(A)
40
Cylindrical - , 008 16.7] O Oblique(A) | Impacted end: supported;
in, wall thickness 12° Opposite end: clamped
14 in, length 16°
| Obligue(B)
80
12°
16°
d v LR '
Conical - , 008 in, 23 8.5 | Vertical Impacted end: free
-{Wall thickness Opposite end: clamped
23 8.5
23 17
‘ 46 8.5
\j

23




" “three pairs of gages are much alike. This fact is an indication of the
uniformity of the impact around the circumference of the struck end.
Again considering the average of the three records, the peak axial com-
pression stress and the time to the start of the rapid decrease in atress.
are 28, 600 psi and 570 ysec. This stress is ™% higher than that of Test
No. G-2 for which the internal pressure was half that used in tkis test,
Similar to Test No., G-2, the strain fluctuates after the initial peak falls

" through zero and has an average value-approximately of 27% the peak . -
value, Photographs of Specimiens G-2 and -3 are shown in Figure 20,

The accelerometer trace obtained in this test is shown in Figure 21.
It has a peculiar appearance, with a number of smooth horizontal lines
that are separated by sharp rises in deceleration. It was determined
that this erratic behavior was due to a faulty cable connector which pro-
duced intermittent short circuits, The deceleration history was deduced
from the average of the three strain records and this was superimposed
on the measured deceleration history, This comparison is shown in
Figure 21, where the overall agreement between them is evident.

Test No. G-4

The strain records obtained from this test are shown inFigures 22
(a) - (d). As is evident, the magnitudes of strain are much smaller than
those of the previous tests, Study of the high speed motion pictures obtained
during this test showed that the head impacted the shell unevenly, Buckling
initiated locally at the place first struck by the impact head. The axial
strains are considerably smaller than those for the symmetrically impacted
shells even though they were struck at one half the velocity of this test,
This is due apparently to the "fanning out' of the stress from the region
initially struck, thereby diminishing in magnitude, During the subsequent
. time over. which substantial crushmg of the shell takes _place, the strain
L f does not rise ‘to the levela of the prekus -tests, . Thxs may md.tcate that )

which is typical of sym:netrical impact.

Te st No. G"6

This test was a rerun of Test No., G-4 which suffered an uneven impact,
The axial strain records for three equally spaced pairs of gages located
at mid-length are shown in Figures 23 (a)-(d). The initial peak stress and
the time just after the peak is attained are 24, 700 psi and 260 ysec.,
respectively, The stress is somewhat lower than that of Test No., G-2,
which had the same value of internal pressure but one half the impact
velocity, The time at which the stress begins to fall, however, is slightly
less than half that of Test Nc. G-2. In a generally similar way to the
previous tests, the stress rapidly falls from the initial peak, through zero
and into a relatively low value of tension and thereafter (at least for
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) 'igure 23 (a) and (c)) ﬂuctutes. In the record of Figure 23 (b), however. two
sry high peaks are present the first and second of them showing strains of 4700
u 00112 sec) and 4500 M in/in (at . 00168 sec.) respectively or an average of
, 92 times the initial peak, The reason for this behavior may be that the shell

urst apart after initial buckling occurred. ‘The rupture extended over the entire
tagth of the shell, following the seam. The bonded seam was intact, however,
ad the metal appeared to have ripped apart following an initial tensile rupture.

: is not thought at this nmc that theu peakl are oignificant as far as the buckling
ehavior per se, - . .

This conclusion is strengthened by the deceleration record obtained dur-
ig this test, shown in Figures 23 (d). At the time at which the peaks occur there
i no indication of an increase in axial resistance. On the other hand the deceler-
tion trace agrees well with the strain data. This shows an initial peak occurring
t 260 ysec, agreeing exactly with the peak strain (average of three records).
1 addition the time at which the peak positive acceleration, 540 gsec, agrees
cactly with the time at which the peak tensile strain occurs. The time of occur-
mce of the second peak also checks well from the two types of records.

Test No. G-7

This test was a rerun of Test No, G-5 (not reported)in which the instru-
ented was triggered prematurely, The strain records are shown in Figures 24
), (b), (c), and (d). The average values, taken from three circumferential
\irs of strain gages, for the initial peak stress and corresponding tirme are
1,900 psi and 250 pgsec respectively. The stress is 11% lower than that of test
o. G-6, despite the fact that the internal pressure in test No. G-7 was twice as
gh (34 psig) as in test No. G-6 (17 psig). The record of the deceleration, shown
. Figure 24d, is in agreement with the strain records.

Test No, G-8, Effect of End Constraint

Due to the fact tuat under axial impact loading the shell buckles at the
ds, principally the impacted end, it was advisable to study the effect of aup-
irting the impacted edge on the shell response. All of the experimental in-
~:stigations performed during this program had utilized a frce edge condition

“the impacted end of the shell. The only constraint imposed on the edge was

e friction between the shell and the impact head, This condition had

:en chosen because it was desirous to permit the shell to deiorm under the

1pact in its most natural manner without forcing it into a particular mode of
formation. Measures were taken to maintain this condition even for initially
‘essurized shells, and especially so in this case, xince it was desirous to pre-
nt the initial deformations which an end cap attached to ithe shell would produce.

1e chain supported pressure bag technique was developed, therefore, to accom-
ish this,

In order to determine the effect of end constraint, without getting involved
th a large experimental scatter, it was decided to utilize an internally pres-
rized shell. Since it was desirous here also to avoid initial deflection due to
e presence of an attached end plate, the shell specimen was set up with a
ogely fitting circular end plate, To this plate a pressure bag was attached
d the plate was supported by the centrally mounted chain, When the shell was
the pressurized condition the plate was flush with the top of the shell, as shown
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in Figure 9. The effect of the plate, was to. restrict inward lateral defor-< .« = .-
uutiono of the shell at the impact end, The shell, howevm-. was free to
ozpand and /or deflect outwardly. Lo 4

, The test-was arranged so that the. results could readily be compared <.
° ‘withi those previously obtained from Test No. G-2. “The impact velocity -

' was, 11.5 ft/sec and the internal pressure 17 psig. The shell, .016 inch in
thickness, was instrumented with axial and circumferential strain gages, all of
- which were mounted in back-to-back pairs. They were mounted at two axial
stations, one within twec inches of the impacted end and another: €leven inches -
. behind the impacted end. At this latter station were three gage pairs equally
- spaced about the circumference and two other pairs, one circumferential and
the other axial, mounted as close as possible to each other,

. The results showed that the end restraint is very important and greatly
increases the resutance to buckling. This conclusion is presented via the test

data. - | | |

The axial strains measured at three mid-length positions and one forward
poeition are shown in Figures 25 a, b, ¢, and d respectively. The mid-length
strains have peak values of 3340, 3060, and 2340 yin/in and the peaks are attained
simultaneously at 600 gsec. The discrepancy between the three peak values may !
be due to a non-flat impact condition.” The average value is 2906 g in/in. The
corresponding values obtained from test No, G-2 are 2520 g in/in and 560 gsec.
The strain shows an increase of 15%.

The strain measured at the forward gage position (Figure 25d) rises to a i
peak value of 3760 u in/in at 600 wsec and then abruptly decreases to a low level., |
This behavior is similar to that obtained from the mid-length gages. A measure
of the effect of the end constraint on the shell response may be obtained by com-
paring Figures 25d and 24e, the latter being a record of a forward axial gage
from Test G-7. In this, the strain rises rapidly tu a peak of about the same
magnitude as those obtained from the mid-length gages of Test No. G-7 (see Fig-
ure 24). The strain then falls to a low value at about 200 gsec whereas the mid-
length strains do not fall to similar values until 400 gsec, This rapid reduction i
of strain in the forward end of the shell is due most probably to local collapse of . -
"’the edge. A mmﬁar behavmr is: ev1dent in F1gure 22d obta.med from Test No,G 4

Specxmen G 8 is not available because it burst apart along 1ts long1tudma1
- joint during the latter stages of the impact., Examination of the deformations at
the impacted edge show that, restrained by the end plate, the shell must collapse
by bending outward and then inward, whereas without the plate, the edge mzrely

bends inward. This supports the conclusions drawn from the strain data,

Summary of Results

TR A Y oo et s 4 et e e e T

The results of the pressurized cylinder impact tests are summarized in
Table 2.

The tests performed at the lower velocity of 11.5 ft/sec in which strain
gage instrumentation was the main measurement device, were very satisfactory
both with regard to the quality and interpretability of the records, The beneficial
effect of internal pressure on the shell instability stress is observed., The meas-
ured 7% increase in the buckling stress of apecimen G-3 (34 psig) over that of G-2

26

A%




i . ) TABLE 2 - PRESSURIZED CYLINDRICAL

B 11.5 17 .016 30,800 .520 .860 461 600 --- 1

T W xS

(1) Refe rence 2

_ psig) is low compared to the 15% increase predicted by Thielemann (Ref; 2)
statically compressed shells of equivalent pressurization (see column headed
/o c]) but considering experimental scatter, the observation was significant.

More significantly, the ratios of g.,./0¢] are consistently greater than
ratios of 0,/0 ), thereby indicating that the gain in buckling stress due to
effect of 1mpact loading can be considerable,

" Z Preuunzed Comcal Shells

[

st No, -3 - T

The shell was instrumented with three axially oriented opposite strain

e pairs equally spaced around the circumference at a section 11 inches
m the impacted end. Mounted along the same generatrix as one of these were
ither two pairs of axial gages, one located 2 inches and another 20 inches

m the impacted end. The shell was pressurized to a pressure of 8.5 psig and
3acted at 23 ft/sec. The strain records obtained are shown in Figures 26 (a)
e). The initial response of the mid-length gages (Figures 26 (b), (d), (e),
inches from the impacted end) show an initial rise of 467, 490, and 449 g in/in
owed by an abrupt rise at 868, 915, and 826 yin/in respectively, These
ues indicate a fairly good symmetry of the initial impact, Shown in Figures
a), (b), (c) are the strains corresponding to the three axially aligned gages
the forward, middle, and rear gages respectively. The average of the forward
tions of these curves (from initiation to the time at which the strain falls to or
illates about zero) show the following values: (a) 355, (b) 271, (c) 177 g in/in,
:82 values are the average of the portion of the faired deceleration trace be-
en the initiation of impact and the time at which the faired curve attains a
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: ~ SHELL TEST RESULTS

é'l: Vo q h %r -o.cr :5'3 -c-é” ter n '

> . ft/sec psig in.  psi . Oc1 . »a,c1, - psec . . f e e Tl :
1 1.5 8.5 .008 19,100 .643 1.067 .530 --- 6

2 1.5 17 .016 26,700 .450 .745 .461 560 5 e
3 1.5 . 34°.016 28,600 .482 ',759 530 510 5 {
s 23 17 016  eme  ee mee eee e B
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~ gero value. The faired curves are similar to those shown in Figure 31 and dis- =~ '
icussed later. The average values represent the average loading sustained by the
‘shell during the first stage of buckling and collapse. It was desirous to see

whether ratios of these values corresponded to the ratios of the appropriate radii )
a of the respective sections. - These radii and théir ratics w.re fovnd tober = ~°° -  ° =

o

R 2. 09 an » RM = 20 84 ino ' R = 3- 60 ino !

r"’ B

where Ry, RM, “and Rp are the radii of the forward middle, - and rear gage lo=* ‘
cation sections

Rp R R

r— = 10 36. R‘E = lc 72, F‘B-C = 10 26 §
F
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The strain ratios are:

« ¢
-55 = 1.31, -f:z.oo
M B

Under static load, €r/é& = Rpq/Ry and €p/€g = Rg/Rp. It is seen that a.lthough !
€F and €), approach this closely, the values of €p and €g do not. ,

The regularly oscxllatory character of the strain records is evident.
These are thought to be due to longitudinal vibrations perhaps caused by the
snapping action of buckling formation. From high speed motion pictures this
action is seen to be quite violent, !

" The specimen ruptured after collapsing about eleven inches in a very

orderly manner. The rupture was due to seam failure. The collapse pattern
consisted of sixteen axial waves and 5-6 full circumferential waves,

Test No, C-4
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e Specunen c- 4 tested ander the same cond1t1ons as the prevzous case, * .
contamed ‘three axial pairs of gages equally spaced about the forward section - -
(R = 2.09 in. ) with two other pairs axizlly aligned with one of them. The re- !
cords are shown in Figure 27 (a) to (e¢). The initial peaks of the forward strains '
(Figures 27 (a), (d), and (e)) are 825, 993, and 1156 pin/in indicating only a fair
loading symmetry, Despite this, the specimen collapse pattern was very orderly,
The middle section strain (Figure 27 (b)) has an initial peak of 540 g in/in fol-

lowed by an abrupt increase to 854 gin/in. As in the previous tust, the time of
occurrence of this second increase is about equal to the time required by the first
strain wave reflected from the rear end of “ae shell to reach the middle gage

position. - ,

A comparison of the records of the three axially aligned gages is shown
in Figure 27 {(2), (b} and {(c). The general similarity with the corresponding set
from test no, C-3 is evident, Taking the average of the first portions of these 7
records as was done for the previous test, the following values are obtained: }
(a) 423, (b) 318, and (c) 276 uin/in., The strain ratios are: ‘

€r €

b F
— =1.33, — =1,53
€M ‘B
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’ 'o again the values of q_r and ‘M are clone to the proportion required by a '
ac loading condition but not that of ¢g. ‘

. . Specimen C-4 also ruptured during the impact but as usual, the rupture .
urred well after the effective test interval, The collapsed portion displayed
srderly pattern of 5-6 full circumferential waves,

it No, C-6

Spezimen C-6 was tested at an impact velocity of 23 ft/sec and under an
ial internal pressure of 17 psig ard was instrumented essentially in the same
mner as specirnen C-4, The strain records are shown in Figures 28 (a) iv {d).
- initial peaks of the forward strains (Figures 28 (a), (b), and (c)) are 1132,

3, and 1253 g in/in and indicate a fairly good loading symmetry, provided that
unexplained excessive peak of Figure 28 (a) is neglected, Of greatest interest
Figures 28 (a) and (b) which show well defined peaks and trcughs, Their re-
onship to the buckling mechanism will be discussed later. These peake are
stantially higher in strain than any of the values obtained in the previous tests
are a result of the higher pressurization of this test,
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Specimen C-6 also burst due to a seam fail ire and its failure time is
cated on several of the strain tracezs. The collapse pattern definitely showed
effectiveness of the internal pressure in both its orderliness and higher num-
of waves, nf = 6-7, as opposed tc 5-6 of the lower pressurized skells., The
apse pattern of specimen C-6 is shown in Figure 29.
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t No. C-1

Specimen C-1 was instrumented in the same manner as C-3 and was sub-
ed to impact at a velocity of 46 ft/sec with an initial internal pressure of 8.5
'« The three records of the gages located at the mid-length positions (Fig-
# 30(b), (c), ard {d) have initial peaks of 902, 864, and 875 g in/in which re-
tent a good loading symmetry. The initial peak of the forward strain gage
e, Figure 30 (a) has a value of 1509 4 in/in which is higher than all other
rious corresponding values except for one cf the forward gages of test No. C- 6
- ure 28 (a)). In addition, the broad, well defined peaka of F1gures 30 (a) are '
restingly high, the higher being 1257 p in/in,
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The specimen collapsed in a very ordsrly manner and had from 5-6 full
umferential waves.

ical and Postbuckling Stresses

Study of the strain records and the collapsed specimens from the standpoint
tempting to underst>nd the mechanism of huckiing and collapse produced fruit-
‘esults, At first, it was not evident what the significance of the initial pealk
in relation to other portions of the strain records, The distinct peaks and
ghs of some of the strain records stimulated study of their significance. It
asked whether these could be the successive stages of buckling ard collapse
were described originally in Reference 8 and which have been seen many
:8 in high speed motion pictures of shells buckling under impact. It was found
the length of the collapse waves in the actual specimen corresponded to the
ince traversed by the impact head moving at the test velocity, For example,
secimen C-3, there were sixteen complete axial waves or stages comprising




¢ time ,0021 secs” In

the collapsed region, ' these extending through 11 inches of the initial cone.
. Hence the average length of these waves alcng the slant direction is . 69 inch, = .
" "Av Vg = 23 ft/sec, the time taken by the head to move through this distance is | ‘
about 0025 scc. Accounting for the thickness of the shell and the radius with e
- which the actual collapse waves bend over on themselves, the actual distance ‘
. through which the head moves in collapsing one full wave is .59 inch and the .. )
igure 31 strain traces corresponding to forward gages and . °
representing all the tests are shown replotted. Minor oscillations have been ‘
smoothed out in order to detect the basic form of the strain variations, In all
cases, the initial peak has been retained because it represents the first loadmg

-..wave that enters the shell and is significant for iritiating buckling. . . - - .} <.

In Figure 31(a) and (b), tests (Nos. C-3 and -4) performed under the same |
conditions, the curves are very similar except for magnitude, In both cases, ;
after the initial peak, the strain rises slowly to another peak and decreases to :
zero or tension, These are followed by another similar peak., The duration of
these pulses is ,002 sec. The higher pressure test (No, C-6) is represented by ;
two different forward traces, in Figures 31 (c) and (d). In each curve the pulses '
follow one another and are shorter in duration than those of Test No. C-3 and -4, ‘
This is in accordance with the fact that the number of waves in Specimen C-6 is
6-7 and therefore the collapse length is correspondingly smaller. A further
verification of validity of this interpretation is given in Figure 31 (e) which cor-
respnnds to Test No. | C-1 performed at 46 ft/sec. The pulse times are close to ,
, 001 sec, half the tin'Les of those for Test Nos. C-3 and -4 which were conducted L
ior the same internal pressure but half the velocity.

From this, the strain trace can be explained completely. The initial -
pulse causes a buckling failure at the free edge in a very short time. This is
the initial response of the shell to the impact, Thereafter, the triangular buck-
iing mode begins as the impact head bottoms on the relatively undeformed por-
tion of the shell, Thy’s occurs during the rise of the long pulse. As the buckling
deformation» increases, the stage progresses into collapse thereby causing a re-
duction in the strain, ! Thm process proceeds for each buckling stage. As the
impact prozeeds further and further along the cone, the peak values of succes-
sively later stages of! buckhng can be expected to change, probably to increase, Tt
as the involvead section increases in diameter, The initial and postbucklmg "
strains and loads as obtained from the forward strain gages are given in Table 3,
The bucklmg loads, P, are determlned from the strains by means of the relatmn
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P= cos ¥y €.

5. 6.3 Oblique Impact P

v

A series of tests were performed to evaluate the behavior of cylindrical
shells under oblique impact. Two series of tests were/made: Series A - the
shecll was dropped vertically on to a horizontal surface/ with its central axis initi-
ally constrained in a non-vertical attitude; Series B - t}?shell was dropped ~
vertically, with its axis initially constrained in a verticAal attitude, onto .
an inclined surface. In each case, the rear end of the shell.was clamped
to a circular plate and the front end was supported by a circular-plate.
The specimens had a diameter of 5.716 in., a length of 14 in, a thié\RnQ—cf x
. 008 in, and were made of 5052 H-38 Aluminum alloy. The unsug@lengtb /'»/

N
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~TABLE 3 - P_RESSURIZED CONICAL SH_E};L TEST RESULTS. .
. { : L Postbuckling ‘

st Initial First Stage Second Stage Third Stage
‘. ¢ P ¢ .. P ¢ P 3 P :
° . infin-  1b, in/in " 1b, infin  1lb. ° in/in b, T
}
.3 818 915 448 501 448 501 cos  mem ’
4 975 1090 737 824 863, 965 . eec  eee | ;
6 1250 1400 1120 1250 1280 1430 1760 1970 1
6 1090 1220 1320 1475 2070 2300
1 1550 1730 1153 1290 1073 1200 1340 1500 :

the shell was 13 in, The weight which the shells had to decelerate was 47.2 1b

d was dropped through a mean height of 52 in. Four shells, comgnsmg series
are shown in Figure 32 after irnpact at an axis tilt angle of 4°, 89, 12° and 16°,
nilarly, the three shells of series B are shown in Figure 33 after impact with
rface whose plane was oriented from the horizontal by 8%, 12° and 16° {left to
tht). On the left of these is a cylinder vertically impacted in the same apparatus,

all cases the shells had zero differential pressure at the beginning of impact
t contained no venting provisions.
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In general the collapse modes of the shells were orderly. The shells
series A tended to undergo the buckling on their opposite end by virtue of bend-
r under the impact moment about the upper clamping plate, This tendency in-
2:ased with the angle of obliquity. At the impacted end the collapse was confined

ry locally to the region of collapse, The very opposite was true for the shells
series B,

At least with regard to the orderliness of the collapse, which used up f
»ut 40% of the shell, the cylindrical shell appeara to have an acceptably wxde !
. erance to obhque impact, . g . ¢ ,

. Inextenswnal "Sucklmg Conﬁguranons

For inextensional buckling under axial compression it is required that
axial shortening of the shell be produced by a bending of the surface about
aight lines in such a way that extensional strain in the middle surface is zero
:rywhere, We consider first the overall irextensional buckling configuration
the conical shell and show in Figures 34a and b the horizontal and vertical
. ws respectively of the initial and buckled configurations. The conical frustum
i a semi-vertex angle of ¥ and upper and lower bases Aj and C_ respectively
ich are assumed to be free of lateral restraint. The buckled configuration is
)resented by ng circumferential waves and one axial wave, although any number
ixial waves may be considered as well, As a result of buckling, circular
‘tions like A, B, and C become regular plane polygons of unchanged perimeter,
-eral vertices of thesz polygons are shown at j, k, 1, and m for circle A and
1, o, and p for circle B, in which the straight line segments between adjacent
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" vertices are equal in length to their corresponding arcs. The polygoris having
- the same perimeters as A, B and C are shown at stations a, b, and c respectively,
 The positions of the original circles on the buckled surface are shown bt "he cur-

. ved dashed lines in Figure 34b. Plane triangles. a.re formed by connectmg adjacent |

vertices and hence the entire buckled surface consists entirely of plane trianglea.
A buckle wave is defined as a set of two adjacent triangles whose common edge
is a side of the cross sectional polygon, These common edges form the inner
fclda of the pattern (i.e., they occur at concave intersections) and are indicated
by the dashed straight lines, The other comimon edges, indicated by sclid lines,
form the outer folds, -From Figure 34 it is evident that some triangular sur-
faces slope in the direction of the conical slope y (those labeled +) while others
slope contrary to y (those labeled -).

In Figure 35, a layout of the buckle pattern on the conical blank is shown,
Here the circular arcs are the layout of the line of intersection of cross sectional
planes A, B, and C with the conical eurface, and have a common center at the
apex of the cone, The radial distances r and r' correspond to cross sections A
and B respectively. The radius r, is that of an arc which is tangent to the sides
of the polygon corresponding to section A; this establishes the position of section

T o)

A, shown in Figure 34,

For inextensionality, {,; and 4,; must remain unchanged in the initial and

buckled configurations, and in addition,{, = #D/2n¢(nf=2,3,4..). Referring to
‘Figure 34b, the unit axial shortening, €, due to the buckling of a half wave length
region adjacent to the end of the cone is

L; cos ¥y - L; cos (y+ a)

o

€ =
’ L; cos ¥ ‘ " E
R B N ¢ B © ¢ - (1) :
] . Sos (y+ a)
- cos ¥
.From Figures 34aandb .. .. .« .. . -~ ¢ © o N
h ) oy 2 . '
1 ' D -D
cos (y + a) = 1 -{T (61 + 60 + -—T—)] {2)
x

where : ‘

(3)

1 - D ” 1
60 2 (nf ain T - l)
N 1 -E

! . ) .
and D, D are diameters of sections A and B respectively.

32

.

Ceempe o gaen

LK R

-
e e ko




| Substituting Equations 2 and 3 in Equation | yields, ~ | |
? | ) b _1 (D r\1? | i
: ,‘: '6 cl ' cos Y l [K lin-!- (‘5’ - CO8 ;)]: Lt (4) Ll c l |
o B, | N

A, o g

‘here K+ = Ly/ l, <’ the aspect ratio of the (+) surfaces. The diameter ratio

" /D may be determined with the aid of Figure 35. It is readily seen that
l«* z p! ' ’
MRS +g+h | (5)
here i
D (1 ¥ 8 f
£=7 (om‘y "i.;‘“‘T) i
’ [
! :
 p = D ( 4 L1 )
ra ng 'm_g_ sin Yy 3
v .
.g. = o sinY (6)
| r = D 1—-
| - 7Z ®iny
! D 1

jr‘=-2'nm'y

ibstituting Equation 6 in Equation 5 and rearranging,

f am-z
om which
' ; -
.%_ = -1;11- 3in ze-»+ cos g- // ' (M)

he relation for €in terms of the Al » N ;( y is obtained by inserting Equation
'} in Equation (4): /

2
=1 1 1 8 \+\\ B”e :08 = 8
€ = ‘COS'Y -;1—;2—-——— ln-z- CO\-Z--‘.OBK ()
ng — T
\\
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T =0 (cylmdncal shell),

% l - cos -!-)
n
¢ 3 l - {
Ay R .
o B sln ;‘»_Co To
f
(8a)
I tan ¥ |
where K K the single aspect ratio of the cyhndncal shell, Equation

(8a) agrees with the relation given in Reference 8.

The aspect ratio of the (-) surfaces, K' = 4 ;IL; may be obtained with

the aid of Figure 35,

2 L:-(g+g'+h+h')

where

-
n

D fm 1 1)
T(nf sin%— sin ¥

(9)

(10)

Substituting Equation 10 and the first two parts of Equation 6 into Equation 9,

yields

- .M (HD') 1 (l_c” )
Lx x:t!f( <0 _D- » Slnz o z R T

or

= l-K+ (1 *—I')ﬁ") -T—l—g— (l-cosg-)

»811’1 2-

o
x+|><|

By inserting Equation 7 into Equation 11 the following result is obtained:

Yx 8 _ kt.nl. KD
T = COSE - Slnz = ——K_ -D-
Lx
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K - . v (‘z
(15') coo{- K+ oin-g )

- T 4 e
n

is determmed fxom Equation (4)in termig of ¢ n, and 7,

lin—f—[(l-()cos‘y] - -inz

Kt U P %)
- cosz--cm;—’ o : »
H

7.1 Prismoidal Shortening Patterns

For the cylindrical shell (referring to Equation 8a), if K= 0, ¢ = 0 for
| values of n. This is not the cace for the conical shell, for if the value Kt = 0
inserted in Equation 8,

sin g- 2
1
€ ) z—o-.—-;' ) .in_ﬂ_ . (14)
D¢

e corresponding value of K" as obtained from Equations 7 and 12 is

K™ = tan% B (15)

d it is noted that the corresponding diameter ratio

-Du-—DQ as K+—'0

The pattern for k' = 0 is shown in Figure 36a as it would appear for a

ed value of Ly. The fact, previously noted, however, that the diameter ratic -

/D ~———>= for this case, means that Ly = 0 for any finite value of

. The pattern for K+ = 0 hence transforms the initial conical shell into a
gular conical prismoid. In this configuration, shown in Figure 36b, all (+)
rfaces have vanished, leaving only (-) surfaces whose sides are formed by the
dial lines which divide the plane blank of the cone into n sides. The prismoid
formed merely by folding along these lines.

7.2 Total Collapse Configuration

The aspect ratio for the total collapse pattern (€ = 1) is:

. )

N Slnn—f- - !ln-z
K= g - (16)
cos v COS =
n

H

a
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teT 5 7 3 Proﬁle Charactenstics*v A o T ;'; .

" Since KT (for(‘y = ®/2) # 0, therefore K —o as the cone anglé increases.r

o . on
- oy R <o o o < ¢ c et < o . s o ¢ EE

The aspect ratio K~ for the total collapse pattern is obtained from Equations
12 and 14:

e For

‘ o nlin—'- - lmg
K- = ( ) (18)”
l- cos(y - --7
The ratio of the two aspect ratios is:
0 v :
+ 1l - cos (2- - -;-) ;
X =(—’3; S - (19)°
Ly D cosg- - COS8 .
n

{

The ratio K1/~ ranges with ¥ as follows:

T

K+
K"

0 (cylinder)

1, for vy

' K+ == c°t L . -N". - c _ - . ) u: : : . e . o c., 40 . a . G‘l?;q ) A! y

0, for y = 5 (flat plate)

e e T AR

Thus, with increasing cone angle the portion of the buckle wave of the (-)
curiace becomes increasingly smaller with respect to that of the (+) surface,

a
e s 2 o ec © € ¢ . e %
. ez < o &

i CCO .
A < .

The charactenstms of the patterns may further be defined by consxder-
ing the profiles of (+) and (-) planes with respect to the generatrix of the cone.
Referring to Figure 37a the (+) p!2ne IBJ and the (-) plane KBL intersect the -
generatrix GG' about which they ¢ ‘e symmetrical at points E and F respectively. -
The centerlines AB = L containing point E and BC = 1 ; containing point F of :

(+) and ( ) planes re3pect1ve1y lie in the plane contammg the generatrix and the
cone axis, due to symmetry, Since the line segment IAJ lies in the same plane :
as the conical cross section S}, the extension of the radial line OA passes throuc’y
point D on the generatrix, The devel>pment is similar for point H, The profile
view in the radial plane OO'GG’' is shown in Figure 37b., The angles between the ‘
‘generatrix and each of the lines AB and ©C are ¢ and 8 reSpectwely Point P,
at the foot of the perpendicular from point A to the generatrix is the origin of
coordinate axes U and V respectively along and perpendicular to GG'. Taking
the points M and N as the feet of perpendiculars to GG' dropped from points B
and C respectively, let W, = PA, W, = MB, W, = NC, andU(o) = PE, The

4
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: L - ’ . “ o . ' - : . s -t < '
ation of the centerline AB of the profile of the (+) plane is simply (the barred
ms are divided by D):
W = ﬁu_ma -Fico-'}' o §U S(ﬁl ‘
1 of the axially adjacent (-) plane

W=W -COtp

pre & is obtained from

(coog- - cos ‘;—'-)

-in(-ywx):-ingn+1(+ 5 £
. lina—
. f
| B from
|}
D _ﬂ_'_ -1
(-D' counf )
'in(y' B) = X: ] "
cos ,
lin-;'- +'2' - sin-g'
f K

In Appendix A values of Wlo Wz, ﬁ(o), a,B, K* and K™ are given for
ious cone angles, wave numbers, and end shortenings. From these quanti-
i, the asymmetry of inextensional patterns can be found by plotting on a graph.
: precise definition of these patterns for cones has not been known heretofore
it is hoped that this can contribute to the formulation of more accurate de-
'tion functions in analyses of buckling conical shells. As pointed out later
je patterns, especially the total collapse patterns, are physically realistic,

_ +4 ' Construction of Inexténcsic;né.f Piit;rhs and Compérfaorg with E}:épe:inient .

The exact inextensional buckling pattern for a conical shell having any
tex angle and wave number and corresponding to any degree of end shortening
r be constructed easily by first laying out the conical blank similar to Figure
The total angle at the vertex of (lie plane pattern is equal tonf6 = 217 sin ¥.
ing D as the diameter of the upper (smaller) circle of the conical frustum, the
er arc is drawn about the vertex with a radius r = (D/2) (1/sin ¥) and divided
' nf equal segments, Radial lines are drawn from the vertex to the points of
sion of the arc and the quantity "h'' laid in, Straight lines joining the extremi-
of '"h'" form the lengths 2 4y, which are then bisected, and radial lines from
vertex are drawn through the points of bisection. The length 41 = ¢ /K*,
re Kt is obtained from Equation 13, is layed out along the lines bisegting
» according to Figure 35, The extremities of the 2{y segments are con-
ted to the extremities of the 4% segments, thereby forming the first row of
iriangles, The (-) triangles in the first row are cbtained merely by con-
:ing the extremities of the {} lengths with straight lines, These latter lines
equal in length to 2 L' which can be checked by computing the ratio D'/D
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- opposite direction made along the 21y, 2 L

L from Equaﬁon (7) and determining 'z "(D'/D)ty. The value of L§ is then found
{ by applying the relation 4 /&"’ and the second row of the tnanglel is ob-
tained, and so on. When ﬁxe pattern has been completely laid out in the plane,
folds are made along all diagonal lines in the same direction and folds in the .
‘eté, , line’ segments, The construc-"
tion is complete when the ends of the conich blank close on each other,

Several constructions developed from a conical frustum having ¥ = 25°

are shown in Figures 38 to 41 for ng = 5 and varicus values of unit end shorten- .
_ings. The end shortenings are 1/10, 1/2, and 1 for Figures 38, 39, and 40, re-

spectively, Figure 38 is so oriented as to show the profiles of the planes at the
left and right sides of the figure. Going from top to bottom, down the extreme
left hand edge are planes (+), (-), (+), and (-) while down along the right-hand
edge are planes (-), (+), (=), and (+), all in profile, The greater aspect ratio
of the pattern shown in Figure 39 over that in Figure 38 is evident., This is due
to the greater value of end shortening. The total collapse pattern of these con-
figurations shown in Figure 40 is presently the most interesting, The blurry
lines across the photograph is the edge of a shell of Plexiglass that was used to
hold the pattern flat during the picture taking and should be 1gnored The total
conical surface that was initially above the plane of the pattern is contained in
‘the plane of the collapse pattern. The pattern consists of triangles whose
aspect ratios are substantially greater than those in Figure 39, A view of this
pattern as it appears on the inside of the shell is shown in Figure 41, in which 3
the array of fold lines is particularly well indicated.

That this process is evident in nature was shown by the results of sev-
eral experiments in which thin co:ical shells of aluminum alloy were impacted :
in a drop testing machine at an initial velocity of approximately 20 fi/sec, The i
shells, which had the same size and shape as that used for the construction
(y = 25°), were held circular at both ends and were mounted in the machine with {
no provision for venting the internally contained ambient air, Inside and outside
views of the collapsed portion of one of the shells is shown in Figures 42 and 43,
The remarkable degree of similarity between these patterns with the theoretical
patterns, especially when viewed from the inside is evident,

et < This evidence would tend to support the.theory that the buckling: and
‘::collapse process of thin shells having zero Gauss;an curvature follows an.
essentially inextensional path, at least in the later stages of large unit end
shortening,
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’."- PHASE n HIGH VELOCITY }MPACT
, nﬂQl Uggratuc -

4 The projectile, the body that is accelerated in the gun barrel and finally
mpacts against the shell specimen, consists of two €asential parts, the impact
\ead and the carriage. The projectile is shown in Figure 44 with the impact
':nd facing forward, The impact head is a steel ring having the dimensions:
=3/4 in, OD, 4-3/4 in. ID, 1-1/2 in, length. It was cut from standard steel
nechanical tubing and its end faces machined flat, At its rear end, it is at-
ached to the carriage by six screws, The carriage is a one piece aluminum
and casting in a high impact strength grade (220T-4). It is essentially a

ollow cylinder having a closed forward end and three bearing rirgs on which
he projectile rides through the barrel. The rings are machined to have a
iametral clearance of .003 in. with respect to the barrel bore.

The projectile was carefully designed for superior muzzle exit stability.
’bis property is essential if careful alignment between projectile and specimen
s to be achieved at impact. These design features are: (a) three ring design
ives the projectile support on two rings until the projectile is out of the muz-
le by two-thirds of its length. (b) 40% of the driving pressure is exerted against

he forward closure plate, whereas most of the friction forces acting on the pro-
ectile are at the rear,

Other provisions that were made to assure good impact alignment were
djustments on the gun barrel and specimen mounting assembly. This permits
lignment before each test. The alignmunt is finally checked by inserting the
rojectile in the muzzle of the gun (at right) euch that it rests on its rear two
earing rings, thereby protruding out a distance of 4 inches. The specimen is
xtr:nded from the mounting assembly (at 'eft) a maximum amount until it makes
ontact with the projectile. This is ghown in Figure 45, with the gridded shell
learly well aligned with the projectile. 1 the normal testing position, the end
f the specimen is at the extreme left of the picture.

Another factor which contributes to accurate alignment is a low exit gas
ressure, This is accomplished by a long barrel, which is itself required to
_xtract a maximum amount of available energy from the propelling gas. The
xit pressure, ior msunce, is only 4 paxg. for a hrm;, pressure of 300 psig.

The specimen is mounted to a solid alummum base which is seven inches
1 diameter and eight inches long, The base contains a set of six rollers which
llow the specimen assembly to translate in its housing with a friction force of
nly several ounces. The weight of the mount {(or carriage) assembly is 43 b,

.2 Specimens and Instrumentation

The shells used in this phase were the same as those Jdescribed in section
.2. In Figure 46 an instrumented shell is shown mounted to its carriage, Itis
iamped at its rear end to the carriage by four segments of a ring (not shown) and
t the impacted end is open., The edge condition at the impacted end js free,.

The shells were instrumented with pairs of strain gages so wired as to
ancel the berding strain components, Three pairs o gages were mounted




ially, equaliy spaced about the mid-ength position. Another pair, in line with
e of the former was mounted 2 inches behind the im.pacted end, This instru-
ntation scheme was used on all specimens except HV-7 which had one pair of
ges at the mid-length section and another pair 2 inches behind the impacted

1.

In addition, a Statham Model A5-290-250 accelerometer was mounted in
: rear end of the aluminum specimen carriage mainly for the purpose of de-
'mining the rigid body motion of thc shcll-carriage assembly,

The shells were unpressurized and were tested without provision for
.ating of the internal air, This latter condition was acceptable, since during
: more interesting part of the measurement time, the static increase in pres-
“~re due to decrease of the internal volume is negligible.

A simple and reusable device was employed to secure a measurement of
: velocity of the projectile immediately prior to impact and aiso to trigger the
trumentation. This consisted of two pivoting rod units that were mounted on
‘7ooden block about 6 inches apart. The assembly was mounted in the impact
-—~saratus such that the 6 inch dimension was parallel to the direction of the
.. djectile motion and the tips of the rods were in the path of the projectile,
“+-unted in the wooden block were two piano wire sections, one near each of the
- ~-oting rods, just beyond the path of the projectile., When the projectile swept
- the trigger assembly, the rods were caused to rotate one after the other,
" -reby making contact with their respective wire sections. The rods and wire
-:tions were connected in an electrical circuit together with an electronic
z ranter, such that the first to be struck by the projectile would initiate the
inter and the second would stop it, The second unit would also simultaneously
gger all the instrumentation. With the exact distance between the two contact
nts known and the time required to traverse the distance, the average velocity
- the projectile at a point three inches in front of the impact end of the specimen
-:11d be easily determined. The device functmned very well and proved to be
h reliable and convenient.

} Results

A total of eight tests were performed during Phase 2, two of which were
~-:liminary in nature, being necessary to check out the operation of the facility
-1 instrumentation, In the first fully instrumented test, (HV-3) data we=>e
-- : obtained due to a failure of the instrumentation trigger device, From
fourth to the next to the last test, the system perforrned well. In the
t test, conducted at a velocity considerably higher than the previous
~+t, data were not obtained although the oscilloscopes triggered apparently
planned and the velocity measurement was obtained, This test, however,
lded a highly significant and long awaited result, A list of the tests per-
-..-med in which velocity measurements were obtained is given in Table 4.
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TABLE 4 — DESCRIPTION OF HIGH VELOCITY IMPACT TESTS

. Chamber Pressure - Vo h
Test No. psig ft/sec in,
HV-3 ' 100 i $24 .016
HV-4 100 : | 216 . 016
HV-5 100 200 .6l6
HV-6 10 225 .016
HV-7 110 271 .016
HV-8 225 : 392 .016

b

The facility performed according to expectatxons. In addition to produc-
1g very symmetical impacts and reproducibility in observed and measured
pecimen hehavior, it accomplished the deceleration of the projectile each time
8 anticipated, with no damage to the. apparatus. Damage to the expendable

~rojectiles, moreover was held to a m1mmum and when the cause of the damage
as determined, the projectiles were recovered in practically reusable form,
he calculated muzzle velccity~-chamber pressure characteristic of the facility
+ shown ir Figure 47 for a projectile weighing 14 pounds.

The shell specimens were essentially l:imilar after all the tests, except
-nat obtained frem Test No. HV-8, All specimens were recovered essentially
itact within the buffer cylinder although some damage occurred due to a re-

-:riction in the buffer cylinder which hindered somewhat the motion of the col-
.psed portion of the shell as it entered the buffer. In all cases, however,
hatever damage that did occur was slight and did not hinder the study of the

. secimen after the test. :

All of the specimens collapsed at both ends, a behavior practically al-
ays observed in shells of similar rad1us/th1ckness ratios, but in the present
1ses, the collapse at the rear end was considerable. For example, one shell
1owed collapse at the impacted and opposite ends over distances of 11-1/2 and
inch r°apect1vnly In all cases, one or several uniform ring buckles were
resant at the impacted end but none at the opposite end, Collapse elsewhere
as in the triangular mode with usually six full circumferential waves present
tcept in the region adjacent to the ring buckles in which the number was
ibstantially higher but difficult to count, Efforts were made to expand the /

1ell in order to obtain a count of the wave number, but this has proven to be /

/

ite difficult, A presentation of the data now follows, , /

Test No. HV -4

The strain records obtained from this test are shown in Figures 48 and
), Figures 43{a) and {b) apply to the forward and mid-length strain gage posi-
>ns, The strains at both locations are seen to rise abruptly to a value of 3650
n/in and rapidly f211 into tension at 104 ysec after initintion of the response,
1e strain "\u‘se clearly reaches the mid-length gage after the forward gage as
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can be seen from a comparison of their zero traces. The time delay was
measured at 40 u sec which corresponds almost exactlyto the time required by
elastic waves tc traverse the distance of nine inches between gage pontxons.
After the initxal peak, subsequent strain maxima do not exceed it. :

The axxal half lens,.h of the ring collapse waves present at the impacted
end of the specimen was measured and sound to be .15 inch., The time of 104
usec previously noted, corresponds to a projectile displacement of . 270 in be-
yond the initial impact position, which is almost twice the half length of the col-
lapse wave. Hence it is established that the first strain pulse shown in Figure 49
corresponds to the initiation of instability of shell in the ring mode and further
to the progression to total collapse in the ring mode of tae initial instability.
Furthermore, it is clearly seen that the instability occurs at a time close to
24 isec. after impact which is about one fifth the time required for an elastic
stress wave to arrive at the rear end of the shell. These data strongly sub-
stantiate the mechanism of buckling described in Reference 8.

The time duration of several adjacent strain pulses in Figure 49 is the
same as that of the initial pulse, This suggests the formation of additional ring
buckles adjacent to the initial one. This is fairly well evidenced in the specimen.

The initial peak strain value of 3650 u in/in is the highest obtained
during these studies. The highest previous strain value of 2140 & in/in
was obtained in an aluminum shell of similar dimensions but of half the
present walil thickness, impacted at the 46 ft/ser,

Referring to Figure 49, which shows the strain at another mid-length
gage position on a 500 4 sec/div. time scale, it is seen that the character of the
strain variation is changing by about the time of 750 y sec. (Figure 48(b) shows
this time to be about 500 y sec.) Prior to this time the strain is maintained at
relatively hxgh values but at 700 4 sec it falls abruptly to relatively low values
of compression for about 500 4 sec and then falls to a similar value of
tension. Thereafter the strain rises and falls in intervals ranging from 500
to 700 4 sec. It is thought that this different character of the strain corre- -

. sponds to the occurrence of triangular modes of buckling and collapse.

Test No., HV-5

A plot of a faint strain trace obtained from the forward gage position is
shown in Figure 50. A much higher peak value of strain was obtained in this
test than in the previous cne, a value of 6100 pm/m. Although the reason for
the difference is not presently understood, it is noted that the strain otherwise
behaves essentially as in the previous test. It decreases to 20% of the peak

value in 100 pysec, thereby also agreeing with the time to collapse fully a
ring buckle. '

It is interesting that the acceleration of the shell-niounting carriage as-
sernbly as a rigid body, a3 shown in Figure 51, in nc way reflects the severity
of the impact even after the substantial time of . 0045 =ec,

Specimen No. HV-5 is shown in Figure 52 after the impact with the im-

pacted end upward, At this end, two ring collapse modes are evident, these
followed by triangulax collapse stages.
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Test No. HV-6

Strains records cbtained from test No, HV-6 show essentially the same
data as found in the previous tests, In Figure 53 the strains from two mid-

"' length positions have identical initial péak values of 3140 pin/in, This is lower

than the value of 3650 puin/in obtained {rom test No. HV-4 for a similar loca-
tion, The time at which these strains decrease to zero are in one case the
same as and in the other about ten percent greater than those of test No. HV-4,
The strain measured at the forward gage position (Figure 54) goes off scale and
is eetimated at 7400 um/m. The deceleratmn record (Figure 55) is quite simi-
lar tc that of the previous test,

Test No, HV-7

The data obtained from test No. HV-7 display much the same values and
overall behavior. The mid-length initial peak strains shown in Figure 56 are
identical at two different gage positions with a value of 2700 uin/in. This is
still lower than the previous tests, despﬁ:e the higher velocity. The initial
pulse in each case decreases to zero in about the same time as noted previ-
ously. The initial response at the forward gage poeition (Figure 57) goes off
scale but its value is at least 6500 yin/in, Similarly, the deceleration trace
(Figure 58) is quite familiar in appearance, ‘

Specimen HV-7 is shown in Figure 59 after impact, Its greater amount
of shortening ic not necessarily indicative of the higher velocity. The specimen
was fully extended from the buffer cylinder in this case, whereas in all previous
tests, the specimens were only extended about eight inches beyond the buffer
cvlinder, Here again two rows of ring collapse patterns are visible. Also
noteworthy are the well formed triangular collapse patterns with Ly = 6.

Test No, HV-8

In this test no data besides the velocity meagurement were obtained. The
result, howevei, was very significant, It was anticipated in Reference & that
when the impact velocity is sufficiently high, the natural form of buckle and col-
lapse will be in the form of rings rather than triangles, This mode of buckling
and collapse, though a higher energy mode than the triangular mode, will occur
simply because it can occur in a shorter time than any other mode of collapse.
Up to the tirne of this test, however, the only observed ring collapse modes in
thin shells having a free impacted edge occurred largely as a consequence of
the inevitable friction betwsen the shell edge and the impacting body. This
conclusion was reached principally because such ring modes were confined to
one or two (even at 271 ft/sec) waves adjacent to the impacted end, The speci-
men obtained from this test, performed at 392 ft/sec, however is substantially
different and is shown in Figure 60, At the impacted end there are at least six
and perhaps twelve complete ring collapse waves, The waviness out of their
plane that they exhibit is easily explainable as the effort of the collapsed ring
configuration to rid itself of the high extensional circumferential strains
intrinsic in such a configuration. Buckling out of thoir planes is the only path
the rings can take, once adjacent rings have formed, since the latter have
enorrnous in-plane rigidity., The occurrence of the rings so far removed from
the impacted end cannot be explained by friction, Neither should it be due to the
effect of internal pressure which can build up as the volume of the shell collagpses
in the absence of an air venl, This is because the rings form at the start of the

43




© T e
» e e . k|

:-lmpact process and therefore during the formation of even a number of them, ’
the volume aecrease is not uf‘icient to produce an internal preuure large enough

&

"to causeé them by itself, ‘ ‘ '
The results of Phase 2 experiments are summarized in Table 5. ?
.TABLE 5 = HIGH VELOCITY IMPACT TEST RESULTS t
Vo C tc;- ° €max  ter Principal Collapae
Test No. ft/sec pin/in pin/in J sec Mode
HV-4 216 3650 3650 24 Triangular
HV-5 201 -- 6100 = -- Triangular
HV-6 225 3140 7400 55 Triangular
Hv-7 27 2700 >6500 32 Triangular
HV-8 392 -- -- - " Ring

In the above table, €., refers to the strain as measured from the mid-
length position, at which abrupt descent from the first peak initiates;t . is the
corresponding time. The mid-length position is taken instead of the forward :
position because this is considered more pertinent to th: question of the overall e
load carrying ability of the shell structure, ?
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' PHASE III = NON-RIGID IMPACT

Prior to conducting instrumented tests of shell structures impacting
nto non-rigid media, tests were performed using a relatively rigid body to
etermine the impact forces for the case in which the impacting body does not
ndergo significant changes in length, This was done to establish a reference
f loading, in-which all the variables due to the apparatus and instrumentation
rould participate, and against which the subsequent measured loadmga for
‘hell structures could be compared.

.1l Specimens and Instrumentation

The rigid body structure, shown in Figure 61, consisted of three major
..arts: (1) a flat bottomed circular disc made of alummum alloy, designated as
late A, had an outside diameter of 7-3/8 inches and was mounted at the impact
nd of the structure; a piezoelectric crystal accelerometer was mounted at the
1side center of the plate; (2) a circular fixture, labelled plate B, to which an
"ccelerometer was also mounted centrally, contained a contoured pin used for
olding the structure to the release mechanism of the drop carriage; (3) a thick
‘alled aluminum pipe (1/2 inch thickness) having accurately machined ends,
-he three parts were clamped together by means of three equally spaced 1/4
ich diameter through bolts. The entire weight of the rigid body structure,
icluding instrumentation, was 12,21 1b,

The flat disc configuration was choser in order to obtain impact forces
h1at were sufficiently high to produce buckling of the shell specimen. This con-
lusion was dependent on the maximum impact velocity obtainable from the
‘rop test apparatus, Results previously obtained from high speed motion pic-
ires showed that with the drop test apparatus, very flat impacts between the
.8c ard the initial water surface were obtained. Instrumented tests performed
iring this contract, however, showed that a considerable amount of variation
--ould not be predetermined. A better configuration, which would provide suf-
.ciently high impact forces, would be a spherical segment of large radius,

The shell specimen war mounted in the same end plates A and B as used
. the rigid body structure. The shell was clamped at both ends to these plates
r means of circular ring segments as shown in Figure 62, Endevco Model
125 piezoelectric accelerometers were mounted centrally to both plates A and
and in some tests, a Gulton Model AA 25 accelerometer was mounted to
ate A,

The weights of the shell structure weze 15,42 1b including a . 016 in.
ickness shell and 15.09 1b including a . 008 in, thickness shell, both with
:celerometers, The complete weights of plates A and B were 5,32 and 9.45

respectively.

2 Outline nf Tests

.2.1 Sand Impact

The impact tests in sand are summarized in Table 6, The sand utilized
z1l tests was dry Wedron silica sand grade 7020 having a grain fineness
~.F§ >f 84,42%
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“TABLE 6 - DESCRIPTION OF SAND IMPACT TESTS -

Impact Velocity

Test No. Specimen ' : ft/s2c
S-4 o Rigid Body 23
§-5 Rigid Body 23
S-6 Rigid Body 23
$-10 Rigid Body ~ 33

< 8S-11 - Rigid Body eh . 33
S-12 Rigid Body 33
S-7 Rigid Body 43
S-8 Rigid Body 43
$-9 Rigid Body 43
S-16 . 008 in, shell 23
S-17 .016 in, shell 23
S-19 . 008 in, shell 33
S-14 .016 in, shell 33
S-15 . 008 in, shell ' 43
S-13 .016 in, shell 43

7.2.2 Water Impact

The water impact tests are summarized in Table 7 below,
TABLE 7 - DESCRIPTION OF WATER IMPACT TESTS

Irapact Velocity

Test No, Specimen ft/sec

WPI-8 Rigid Bcdy 23

w-1 Rigid Body 43

w-2 Figid Body 43

WwW-2A Rigid Body 43

w-3 Rigid Body 43

) w-6 Rigid Body , o 43
' W-7 .008 in, shell =~ ¢ " 43
W-8 - - . 008 in, shell ‘ , 43 :

w-9 .016 in, shell 43

w-19 .016 in, shell 43

w-11 .016 in. shell 43

7.3 Resualts

In general, the clarity of the measured data was considerably better at
the lower than at the higher impact velocities. This is not surprisin due to
the fact that the rate of force input associated with higher impact velocities
excites higher frequency components of vibration in the structure and instru-
mentation. By first studying the data ohtained at the lowest velocity us=2d in
the program, 23 ft/sec, the shape of the rigid body impact force curve was
clearly established., This served as a guide in estimating the rigid body force
curves corresponding to the higher velocities,
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In most cases of both the sand and water impact tests, but especially
1e latter, the deceleration record of plate A showed considerably greater
. ‘atory response than that of plate B, a phenomenon to ke expected cue to
sroximity of accelerometer A to the plane. of application. of the impact
‘es. The greater response in the case of water impact can be explamed
he initial elastic behavior of the water,

The data obtained from accelerometer B were gonerally clearer, espe-
*ly in the tests conducted with shelis, thereby permitting a r:ady evaluatlon
1e buckling load,

1 Sand Impact
a) Rigid Body Tests = The force-time records obtained from the rigid

*impacts at 23 ft/sec velocity are shown in Figures 63 to 65, which repre-
- three tests, namely, S-4, S-5, and 5-6, respectively, These ars shown

- dicate the reproducibility of the measurements and to illustrate certain

rences as well, Referring to Figure 65 the correspondence between the
d B records is evident, In addition the clarity and smoothness of the trace
- riking. The basic shape of the rigid body impact curve can be described in
a8 of a rapid initial rise to a rounded peak, fcllowed by a gradual decay,
decay portion consists cf a linear part followed by an exponentially decreas-
»art, In contrast to the relative smoothness of the records shown in Fig-
55, the traces obtained from another rigid body impact at 23 ft/sec velocity
are 63) contain regions of high frequency, high amplitude, vibration-,
ie appear to be spurious vibrations, perhaps due to ringing of the accelerom-
, which oscillate about the mean rigid body curve. Although their cause is
mmown, it may be noted from the similarity in the times at which they occur
ith the A and B records of Test No. S-5 and the similarity between the B
rds of Tests Nos, S-4 and S-5, that they have some detailed significance
e sand impact loading meckanism, These vikrations, however, were not
idered important to the problem under study. The curve obtained by pass-
hrough the mean of the extremes of the oscillations represents the force
vy of a perfectly rigid body. The curves obtained in this manner from
res 63 and 64 are remarkably similar to the relatively smooth curves ob-
d from Test No, S-6,

A comparison of the mean faired curves obtained from Tests Nos, S-4,
and S-6 is shown in Figure 66. The curves for plates A and B for each of
S5-5 and 5-6 compare very closely altnough comparison between the two
shows some variation both with resnect to magy nitude of the p2ak value and

ime at which the peck is attained, The mean B curve of test no. S- agreed
st identically with that of S-5,

The average of the peak deceleration values was found to be 327 g's and
:orresponding time 972 |1 seconds,

Another set of A and B records, this obtained from Teszt No, §-12 ru
noact velocity of 33 ft/sec, is shown in Fiture (7, Thoso cuswen

30 terlzed by well dafined oscillations of laran amplitnde: Tha mean curve

a through th2se oscillations has a shape v which is ull“ﬂll’f.l to the cnes pre-

17 obtained from the lower velocity tests, The peak deceleration value

ned from the mean curve was close to 950 o's and cccurrin- 2t a

.saconds,
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The corresponding set of deceleration traces obtained from Test No.
8-9 run at a veélocity of 43 ft/sec is shown in Figure 68. These traces, in
comparison with the previous ones, manifest a considerably greater dzgre»
of oecillation,| particularlythe Atrace. The main 'curveis, however, readily -
obtained from the B trace, and displays a shape similar to the previous ones.
The peak value of the deceleration obtained from this curve was 1700 g's oc-
curring at a time of 200 useconds.

¢

Summarizing the ngid body tests, the trend with increa-ing unpact |

_ velocity is for the peak amglitude of deceleration to increase and the time to

attain the peak to decrease.

The impact by the rigid as weil as the shell structure produced a crater
in the sand which was well formed and symmetrical about the axis of the struc-
ture, The crater surface rose to form a rounded lip about the crater center,

The diameter of the lip was close to 14 inches, or twice the diameter of the
front plate,

'

b) Shell Impact Tests — It was anticipated that when the shell structure
specirnen impacted the non-rigid medium the deceleration of plates A and B
would follow, in the mean, the rigid body deceleration curve prior to the initia-
tion of bucklmg. During this time it was expected that the longitudinal vibra-
tions of the shell would play a major role in altering the deceleration curve
from that of the rigid body curve., With the occurrence of huckling, it was ex-
pected that the deceleration of the plate A would abruptly increase due to the
reduced rigidity of the buckling shell behind it. Similarly, the deceleration of
plate B was axpected to reduce abruptly due to the sudden decrease in axial
force transmitted to it through the buckling shell. Thus, the time of initiation
of buckling would be cetected from the traces of accelerometers A and B, In
addition the value of the buckling 1lcad could be obttained from the acceleration

-of plate B by observing the value of deceleration beyond which the mean curve

rapidly reduced. This expectation was fulfilled in all of the sheil tests.
Test No. S- 16( 008 in. shell, Vo = 23 ft/sec)

c ~ (BN

. 'I‘he acceleratxon rraces obtamed from th.s test were rather famt ané |
had to be scrutxmzed with a magmfvmg glass under suitable illumination. They
are nevertheless presented in Figure 69 for the record. The results are shown
in Figure 70 against a Fackground of the envelope of the rigid body curves ob-
tained from tests S-4, 5-5, and S-6, The dashed curve applies to the . 008 in.
wall thickness shell and can be seen to rise rapidly to a peak of 170 g's ata
time of 375 useconds and abruptly decreases thereafter, At about ,002 sec-
onds the trace shows a sustained deceleration begmmng with a value of 47 g's
and thereafter reducing to a value of 25 g's wh1ch is sustained beyond . 006
seconds, This latter section of the curve may correspond to the average force
that can be sustained by the shell in its postbuckled“state. The behavior‘of\\
plate A on the other hand is shown in Figure 71 i:(-..‘- ch

hich it is secen that the de-~"
celeration increases rapidly after an 1mt1a]lv slow rise, Thereafter it zapidly

descends well within the rigid body envelope. Thus th:ﬁ vior of both p;ates
A and B agreed with expectations. The buckling load dethe record
is: P = 170{9.61) = 1632 1b. and the buckling stress: ¢ = 11,330 psi, which
corresponds to a value of ¥= cR/Eh = , 394, TV
=~
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The specimen shown ir Figure 72 collapled at the impacted A end in a
““ttern of 5 or 6 full waves and was permanently shortened by 18 inches, At

--—# B end there were many small permanent buckles having very small-lateral .

flections.” The number of tull waves was 16 and the pattern extended around

e half the circumference., The buckling at this end was confined to a region
- thin one inch of the end clamps.

Test No. S-17 (. 016 in,, Vo = 23 ft/sec) "« ~<-°F °° O

This test was really the third test conducted on.this particular speci-
in, all at 23 ft/sec. As a result of the first impact, no buckling was present
the shell, at least none that could be detected by the unaided eye. After the

- ~cond impact, some pcermanent buckling of low amplitude was present, indi-

.~-ting that some permanent deformations had resulted from the first impact.

", the third drop test, data were obtained and are shown in Figure 73, Since

- s applies to a shell initially containing buckles, the value of the peak de-

- eration transmitted to plates B by the sheil was expected to be smaller than
it for an initially underformed shell, The greatly differing gross characters
the A and B records is evident., The faired curve of record B is shown com-

—red to the rigid body deceleration envelope in Figure 70, The peak decelera-
n value is 475 g's and occurs at 510 useconds. The corresponding maximum
d is 475 (9.77) = 4640 and the stress 0 = 16,100 psi., This corresponds to
imensionless stress, T of .271. The maximum rigid body force shown in

-qure 70 is equal to 357(12,21) = 4360# which is somewhat lower than the
ximum force sustained by the shell, This discrepancy reflects the fact that
rigid body deceleration envelope, based as it was on three tests, does not

rer the maximum range of variations in the impact deceleration of a flat
tomed object.

Test No, §-19 (.008 in., Vo = 33 ft/sec)

‘ Deceleration records for plates A and B are shown in Figure 74. Here
in the great difference in the initial responses of the two plates is evident,
ereas the deceleration of plate A clearly rises to a value of 3,000 g's and
nains near thin value until about 80 ysec., the deceleration of plate B at-
18 a peak of 378 g's at 200 usec, Thereafter, it abruptly decreases and
illates about the base line until 460 usec, after impact, The faired B
ve i8 shown (Figure 75) together with the rigid body curves obtained from
it S-12, The peak deceleration is 320 g's and occurs at 200 yusec. The
kling load, therefore is P = 320(9.61) = 3080 1b. The corresponding

kling stress and the dimensionless stress are respectively 0 = 21,400 psi
T = .728.

Specimen $-19 is shown in Figure 76 as it appeared after the test with
- - impacted end down, At the impacted end is a fully collapsed region of the
ctensioral type consisting of rows of fivz full circurnferential waves, Ad-
:nt to this is a region of triangular buckles having 10 full circumferential
res, which can be sean in the f.gure, At the opposite or B end, immediately
icent to the clamped section, is a row of trianguiar buckles having about 12
circumferential waves, In the ghell away from the ends, there is no sign
mckling or other permanent deformation. The overall shortering of the

11 is 3.51 inches most of which iz accounted for on the collapsed region at
impacted end,
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.. TestS-14 (.016 in. » 33 ft/.ec)

v o - | Rocords obtalned from thin test¢ are nhown in !‘lgure 77. The pre’d-
i "' | ously noted great difference between the decelerations of plates A and B is
""" again clearly evident. A sharp and well defined decrease in the deceleration

il
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- .of plate B is shown at 400 usec after impact. This decrease is taken as the

indication of buckling of the shell, The peak value attained prior to the sudden
decrease is 1015 g's, which is the highest value of any comequence in trace B,
On the other hand, a significantly large peak of 4,400 g's occurs near the be-
ginning of impact in the case of plate A. The amoothed version of the B trace
is compared with the rigid body curve in Figure 75. The peak value of the
deceleration of plate B is seen to be 800 g's which is comfortably below the
rigid body peak value, After the peak is attained, at a time of 270 u sec., the
deceleration abruptly drops and becomes zero at 410 ysec. The peak torce,
or buckling load is 7810 1b and the stress is 27,100 psi. The dimensionless
streas, T is , 446.

The specimen shown at the left of Figure 78 shows buckling at both, ends
with a transition extensional stage at the impacted end in the early stages of
formation of a triangular buckle pattern of 6 full circumferential buckles in a
fairly advanced stage of collapse, The specimen is shorter than the initial
length by . 36 inch,

Test No. S-15 (.008 in., Vo = 43 ft/sec)

The enormous difference between the responses of accelerometers A
and B as chown in Figure 79 is evident. The peak of the deceleration of plate
B, 585 g's, occurs at 190 usec., and thereafter abruptly falls to below zero.
A smoothed curve of the above record is shown in Figure 80 together with the
rigid body curve., This shows the peak deceleration to be 330 g's which cor-
responds to a force (buckling load) of 3170 1b. The buckling stress is then
o = 22,000 psi and § = , 741,

The specimen displays a shortening of 4, 68 inches, essentially all of
this being due to the orderly collapse of the impacted end, This is shown at
the left in Figure 81, The collapsed region consists of fourteen rows of tri-
angular buckles baying 5 full circumferential waves. There are véry minor -

. deformations in the region adjacent to the clamping station on plate B, but the "
‘< shell is otherwise undamaged.

Test S-13 (.016 in., Vo = 43 ft/sec)

Deceleration records for plates A and B are shown in Figure 82, that
of plate B clearly showing the effect of shell buckling, The maximum peak
sustained by plate B is seen to be about 1590 g's whereas the deceleration
trace for plate A shows very much larger values, such as the 3800 and 6600 g
peaks near the beginning of the trace, The smcothed version of the initial part
of the B trace is shown in Figure 80 together with the r1g1d body curve, The
peak value of the force transmit.ed to plate B is 810 g's or a force of 7910 1b.
The buckling stress is therefore 27,400 psi and the dimensionless value G = . 462,

The specimern, shown at the right of Figure 81 displays a number of in-

teresting features. At the impacted end there is a region of collapse in the form
of triangular buckles of seven circumferential waves and at the opposite end a
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W_——tia.lly collapsed region adjacent to the cla.mping statmn. This latter region
_——n a less advanced stage of collapse than that of specimen S-14 but at the
‘:‘l—wacted end, specimen S-13 is considerably more collapsed than specimen
' "4, At the opposite end of specimen S-14 the partial collapse is in the form
. transition configuration between an-initially éxtensional pattérn and a tri--
- - ular pattern which appears would have eight full circumferential waves when
re fully developed. At the center length of the shell is an array of triangular
kles in a chagonal cenfiguration, The full circumferential wave number of
te buckles is ter:., DBy far the most interesting feature of this specimen can.
_rbe seen by observmg the inside polished surface of the shell with grazing
“dence light, This reveals that the circumferential region at which the di- 3
ully arrayed buckles are positioned and extending practically over the entire
--——th of the shell are extremely uniform extensional (''ring'') buckles perma- :
tly present, These are indistinguishable to the touch. The axial wave length
aese buckles is , A5 inch as compared with . 74 from the infinitesimal de-
tion theory. These ring buckles most probably are the first configuration
eformation other than simple compression-expansion in the evolutionary
n of deformational patterns which ulnmately ends irn total collapse, The 3
'onady arrayed triangular bucklea clearly result from further shortening of ¢
-—= ring configuration beyond the state present in specimen S-13 and in fact have
xial wave length of about , 70 inch. This is very evident in Figure 83 which
vs a properly illuminated view of the inside surface of the shell.

B s i ot

BT

The shell was shortened by . 72 inch as a result of the impact,

A summary of the results obtained from the sand impact tests is glven

able 8,
TABLE 8 - SAND IMPACT TEST RESULTS

Vo h p o _ A
‘est No. ft/sec in, 1b. psi o ng in.
S-16 23 008 1632 11,330 .394 5-6 1.8
S-17 23 016 4640 16,100 .271  -=c oo
S-19 33 .008 3080 21,400 .728 > 3.5l
S-14 33 016 7810 27,100  .446 6 .36
S-15 43 008 3170 22,000 .74l 5 4,68
S-13 43 .06 7910 27,400 .462 1D .72

2 Water Impact

As previovsly noted, the accelerometer response to water impact cone
:d mazny high frequency oscillations which made difficult the problem of
ng the r*md body recponse., Several approaches to this problem were used.
-.-C low pase filter with a 10KC cutcff was employed at first, and although
.8 found to be useful in clarifying the response in the lower velccity im-
3, such as 23 it/sec, it was inadequate in the higher velocity tests, The
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ditticulty seemed to be that oignificant information present in the form of
oscillations higher than10KC was not passed through the filter. Another ap-

" proach was to use a high frequency oil damped accelerometer, but the pres« -

ence of high frequency components in the input caused considerable oscilla-
tion despite the dampir.’ quality; in addition a large zero shift due to the
accelerometer was unacceptable. The best approach found was to use very
high frequency piezoelectric crystal accelerometers for both plates A and B,

and Endevco Model 2225 units were found satisfactory. Notwithstanding, there
- remains considerable room for improvement in force measuring instrumentation

for structural impact.

The rigid body reference deceleration curve was obtained from Test No.

" W2A, The records for plates A and B are shown in Figuzre 84. The rigid body

curve was estimated from the B record and is shown in Figure 87,

In the sand impacts, the impacting structure penetrated beneath the in-
itial plane of the surface a distance of about 1-3/4 inches., In this distance the
entire momentum of the body was expended. In the case of water impact, how-
ever, the impulse delivered to the body durmg the high deceleration phase of
breaking through the surface of the wat=r is only a portion of the initial impact
momentum of the body. The impact fo. our purposes can be described in two
phases, at least from a consideration of the axial loading imposed on the struc-
ture., The first is the high force-short time interval encountered during the
initial phase of impact. As obtained from Test W2A, this is a curve having a
shape approximated by a half-sine, with an amplitude of about 1600 g's and a
duration of 400 ysec. For this example the momentum extracted from the body
is only 1/3 of its total. Following this phase is a gradual deceleration through
several feet of water. During this interval, the body plows through the water
with a trailing cavity which is maintained for a considerable portion of the
gradual deceleration phase, As the body is slowed down, principally by the
drag forces imposed on its front surface, the cavity contracts laterally towards
the body and finally collapses over it. When this occurs the body is subjected

_ to distributed lateral loading and may readzly buckle if a thin shell structure is

involved. These phenomena were observed in high speed motion pxcturen taken

during thxs program. o e o
I.n summary, the initial impact phase contributes the major axial load-
ing whereas the cavity collapse produces a significant lateral loading. Ifa

structure is to withstand water entry, it must be designed to resist both types
of loading.,

Tests W-7, 8 (.008 in., 43 ft/sec)

Deceleration records for plates A and B are shown in Figures 85 and

86, respectively, Again the great difference in the deceleration between the
tivo positions is evident, A faired version of the W-7 B curve and the W-8 B
curve as-is are plotted together with the rigid body curve. The peak decelera-
tions for W-7 and W8 are 250 and 400 g's respectively and occur at 350 | sec
a.nd 230 u sec., The corresponding forces (buckling loads) are 2400 and 3840 1b.

The buc?lw'7 strecs for W-7 is therefore 0 = 16,700 and T = ,562 and for W-8
i ¢ = 26700 and T = . 890. :
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; Specimen W-7 shown in Figure 88 left, collapled at the impacted end
itriangular pattern consisting of from 5-6 full waves. At the opposite end
rows of triangular buckles having a full circumferential wave. number of . .
ixtend completely around the shell, S _

Specimen W-8 has an interesting type of collapsz adjacent to the clamp-
station at the end opposite the impact. See Figure 89 upper end, This may
_dunt for its 'unusual buckling characteristics, “Apparently what has happened .’
3at a cross section of the shell mitially 3/4 in. away from the clamping sta-

moved 1/2 in, toward that station; in so doing, the material between the
sections folded inward and under the material immediately adjacent to the
. nping station, The action can further be described as an attempt by the chell
= —uckle symmetrically inward resulting in the formation of twelve full waves
--and the circumference. By contrast, the collapse at the impacted end was
11 and considerably amaller than that of specimen W-7., The indication that
~ collapse configuration of specimen W-8 was of a higher energy mode than :
- of W~7 is further strengthened by the large difference between their changes
-ngth Specimen W-7 shortcned by 1, 64 in whereas W-8 shortened by only
- inch,

- Tests W-9, 10, 11

The records for plate B for tests W-9, 10, and 11 together with that of
e A of test W-9 are shown in Figures 90 and 91. In each case, as before,
abrupt change in the deceleration following a clearly defined pulse shows
effect of shell buckling. Plots of the smoothed records of plates B are
~n in Figure 92 together with the rigid body deceleration curve obtained
n test W-2A, The peak values of all three curves are very close to each
"= :r and except for that of W-11, resemble the general size and shape of the
- :r data obtained on the . 016 in, thickress shells (neglecting S-17 which was

s>uckled), The curves y1e1d the following values:
For W-9: P = 7810 1b at 360 usec. 0 = 27,200 psi, G = .457
~For W-10: P = 7410 1b at 380 usec. o = 25,700 psi, G = .433
For W-11: P = 6620 1b a;t 510 usec. ¢ = 23,000 psi, 0 = . 388

Specimens W-9
“pectively,

and W-11 are shown in Figure 93 at the left and right,

In both cases, the larger amount of deformation occurs at the

It is noted that the de-

-*—acted end, which'is the lower end in the figure,

national modes of the two shellsare distinctly different. Specimen W-9 has

" iangular pattern of 10 full circumferential waves, whereas specimen W-11
“slays a partially transformed ring deformation which is simlar to that of

+-—cimen S- 14, -
a ~.

In general; the water impacts produced less damage to the specimens
1 the sand impacts at™the same velocity., Specimen W-9% and W-11 shortered
-~ only ,02 in, and .10 in re ctively as compared to . 72 in. in Specimen
2, - P

\

N
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TEST RESULTS

The results of the water ifnpict tests are summarized in Table 9 below.
. TABLE 9 - WATER IMPACT

Vo - h P cxc - | AL | t:cr

Test No. ft/sec in. 1b, pei 0 nf in sec
W7 43 . .008 2400 16,700 .562 2 . 1.64 350
w-8 43 .008 3840 26,700 .890 12 .46 230
W-9 43,016 7812 27,200 . .457 10 .02 360
W-10 43 .016 7410 25,700 .433 -- - 380
Ww-11 43 .016 6620 23,000 ,388 ring .10 510
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ELASTIC BEHAVIOR OF AXI.ALLY LOADED CYLINDRICAL SHELLS :

Reference 18 prenented a nonlinear analyais of the problem of dynamic
ickling of an axially compressed cylindrical shell stabilized by constant in=

...rnal pressure, In that investigation it was assumed that the rate of end

iortening was constant. .Initial imperfections were considered and the vari- - . -
is deflection parameters were taken to be completely free and their values

sre determined by an approximate solution of the equations of motion. This

in contrast to earlier work of Volmir (Ref. 5) wherein certain of these

Foogrgr o

=rameters were assumed to have the same values indicated by static analy-
-°s. The ends of the shell were elastically supported which essentially im-

ies that the analysis should not be applied to extremely short cylindrical

- ells,

The present study is concerned with a different type of condition,
.mely one where the dynamic axial loading is preecribed as a function of
me. The shell is assumed to be thin, i.,e.,, the thickness is small compared
the radius. Further, the velocity at which the struck end of the shell moves
~assumed to be small in comparison with the velocity of propagation of
nand in the material, The following analysis is based upon the use of a co-
'dinate system consisting of a coordinate x along a generator, y, in the cir-
imferential direction, and z in the inward radial direction., The components
displacement of a point in the middle surface of the shell in these direc-
»ns are designated by u, v, and w respectively. Further L denotes the length
the shell, R the radius to the middle surface, h the wall thickness, P the

‘tal axial compressive force, 0 the mean axial stress, and q the intensity of

““ternal pressure. Lastly let M denote the mass of the object striking the

ipacted end of the shell and P be the mass density of the shell material,

We shall obtain the equations of motion of the shell by employing the

agrange equations

f{g{%:-ssf"*—ag;*f’ {20) -
.aere

Ek = kinetic energy of the system

. = potential energy \

R = generalized coordinates

t = time

it is assumed that initia' imperfections are present in the shell and
at they are represented by w, (x,y). The total deflection is represented by
{ {x,y) and consequently the net deflection by w = Wy =W, We select for
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& v, and v, the functions

o .

©t w, =1 ‘sin @xain By + bo sin? ax sin’ ﬁy

(21)

-
w, =g, *+{ sin axsinfBy + % nin?dxsin"ﬂy

" where a= m7/L ind B =/n/R.‘ Here m is the number of half waves in the

axial direction of che shell and n the number of half waves in the circum-
ferential direction. Further, f, and ¥, are initial deflection parameters of
the shell vhich are considered to be known. Also, gj, f], and ¥, are time-
dependent deflection parameters of the deformed shell. The relations,
Equation (21), imply diamond shaped buckles and correspond to an
elastically supported shell, i.e., one whose ends are neither clamped

nor simply supported.

We shall employ the following approximate nonlinear strain-displace-
ment relations to describe the membrane strains in the shell:

dw,\? f3w \2
du , 1 1 1 o)
x =3§+7(ax) '2'(ax
dw,\2 dw \2 w w
Av 1 1 1 o __l._Q_ . 22
€y =5-i-+-2-(-——ay> 'Z‘(Ty) +* g R (22)
) -au+§x_(+awl.azl-awg.aw9:
xy = oy | ox 3x - dy ax dy

where €3 and ¢, denote normal strains of the middle surface and € the
shearing strain of that surface. We now introduce the Airy function ¢ (x, y)
of the membrane stresses. Thia function is defined by the relations \

[
«

9_2 (23)

Q
"

oxy ox3dy
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where Ox and Oy denote normal stressas of the middle surface and T, repre= .
sents the shearing stress of that surface. In Reference 18 it is demonstrated - =
‘thdt for a biaxial stress field the relations (22) and (23) may be combined to yield

the compatibility equation

R WV IR AL SR S |

E xdy/ ax2 ayz i
/32w \ 2 22 2 2. 2w |
-[(;._;2) -awo.a_ﬁa]_l[a 18 o] (24)

= [\&xdy —Tax : ayz R B’FZ At | | ‘

~here

. o4 34 34

A T —_ 2 +

3x4 axzayz ay4

-md E represents Young’s modulus.

If the Relations (21) are substituted in (24) we obtain the following solu-
ion of (24) for the Airy stress function

(25)

¢ =K, sinaxsinBy+ K,sin3axsin8y
+ Kysinaxsin3B8y + K, cos 2 &x + K. cos 2 By .
4 K¢ cos 2 ax cos 2 B y +K.7 cos 4 & x +K8 cos 4 By
+K9c034¢!xcosZBy+K10cos?.axcos4By
-E_Y_Z-#-qR x2
2 Zh
here
) - (%) - ) b, -1, b) o £
K. = 1 "% YRITWLIYI "% ¥
1~ A
1
2
3(£1 wl‘fowo)a ﬁz
K =
2 ?AZ '
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g =
A o 1610+ 8%
9 = E
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It is necessary to en“yrce the condition that the circumiferential dis-
lacements be periodic. From Equations (22) and (23) it is possible to obtain

av _ 1 (3% 3%\, w _Lfaw)® |
v E2 ) R e

ibstitution of Equations (21) and (25) inte (28) and then setting the term’s that are :
)n-harmoni< in y to zero reveals.that g, is not an independent -parameter )
it instead is a function of f; and *"1-

The 'ianetic energy of the shell is given by

27R 2
dw
1 ‘ ~/o' ~/o. <‘5T) ey (@9)

aich is equivalent to assuming that tangential displacernents and their first
_:rivatives are small in comparison with normal displacements and their
rst derivatives throughout the shell, This assumption is satisfactory if the
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| number of circumferentinl waves i. not too lmall If the buckling configaration

21 is substituted in 29 one obtains

. e et ) ‘L“’ e L e "nz K r'\‘(' . 2 ¢ e e (';

dg 4 [ ¥ 3“)

- pPh =21 101 1
“kl‘%'("m‘)[z(at) +2'(at) +,3(at

o N . .
. c PR Sx s d

L ezu] (30)
ot ot

In Reference 18, it is demonstrated that the end lhortening of the shell
is given by

- L 2 .
e = - / x — dx | ; (31)
where

. 2 2
q dw ow

du _ 1 a* 32 1 1 o)

ax'Ea% 6% ( ) +2’(6x ( (32)
s x

where V represerts Poisson's ratio,

The kinetic energy of the mass M which strikes the impacted end of
the cyhndncal shell is found £rom Equatmns 31 and 32 to be

U e 2 2 A, \2 9ot [ 3%
Come?[ 1 fa0\E ot 2
By, = [ z(at) * 16f1 (Bt) £ 35 ¥, ( t)

2 ¢ |E
ISP WO S s W4 (33)
2E 1St " St tBE V1T ot
+.3£‘%f w .a.f.l_. a'pl
3z f st st

We néxt calculate the total potential energy. This ia compoced of (a)
bending energy of the shell, (b) membrane energy of the shell, and (c) the
potential of the lcads P and q. For {a) we employ the well-known expression
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g v .D/ / £y, 2w
B Z A fog lax:! ;;2"
(34)
2
2
¢ = z (i lQv) i 2 ° "‘7 @ [ e— dxd
ox qy - \dxdy Y

vhich becomes with the aid of Equation 21
Ug = % (TRL) [é- (€, - £)2 (@ + 32)2_
+yh -0 @f 4 B2 @) - )% et ﬂ“)]

‘here D = Eh>/12 (1 - )

For (b), the membrane energy of the shell, we have

, L 2%R . | '
_h : 2 2
= ’Z'E// [4",‘ +°’Y) -2 (1+v) (Gxay-vxy )] dx dy
(o] o :

2 < ZﬂR s a TR e B
A N 2 LT T
Z'E[ [ ;?—) -2(14»11)(__2.,.___2

3y dx

1851)]

¢ as given by Equation (25) i s substituted in {36) the latter becomes

_TRLh i, 2,02 2.2 2 2.2 2,.2 2
Um--——~4E {‘{1 (E° + a”) +K2 (9a2+6) +K3 (a +9BZ)
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+ xf (3za‘)+x52 (328) + 16 x‘f o + 4 *

o+ 1z K%t 4 512 kP

| 2,2 |
2 2 2 2 cqR
+ K" 4a” 168%) + 40° +?S;§—.' 8 01 +v)f—]:‘ )

For (c) the potential energy of the external loads is found for the
internal pressure q to be

- 27R ;
U = / qw dx dy | (38)
L A A ,

and for the axial load to be

!
U, = - O(2mh) e | (39)
|
Using the values of w and e given earlier these become
_ TRL
: : 2.3 2. :
v e oL . vgRL , 1 &?L (r.2+3 0% ?
Up--a(ZIRh)[E+'-'%B—+-g 1 *7H ) |
-gofLe?sed 1’02)] 41)

It is now possible to formuldte the equcat'ions' of motion by employing
the Lagrange Equations 20 where the Ey and 7 are now completely defirned by
Equations 30, 33, 35, 37, 40, and 41. The first equation i# obtained by re-
garding f1 as the first generalized coordinate and is found to be
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l'he ucond equation h found by regarding § lk as the second genér&lized co-
nrdhuto and is found to be .
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{ Equationn (42) and (43) are the governing equations for finite deflection
l a thin elastic cylindrical shell subject to a rapidly applied axial loading which
. | preecribed as a function of time. Becausé of the.complexity of these equa~= "
jons it is desirable to proceed from this stage onward only by numerical tech-
iques., The equations (42) and (43) are coupled nonlinear equations in the
-nknowns f] and {1 and no closed-form solution is known to exist, However,
! initial conditions are specified, these two equations may be integrated nu-
xericany by the: Runge-Kutte method, We shall mvestigate the initial con-

itions
fl = fo
- *1 =’o
df
) o o
i - (44)
dy
1 _ _
dt - 0 . : i c c e €

The numerical solutions of equations (42) and (43) have been carried
—1t on IBM 1620 computer for a shell characterized by the following param-
<rs and subject to the following loading rates:

E = 10,6 x 106 lb/inz Loading Rate, .g_.tq_ . 106 psi/sec
v = 0,33 L
L = 22.8in - = 61.2, 419, 1419 {. 008 in shell)
R = 2.85in |
St h= 0,008 in, 016 in ' = 3 '°§ 214, 708 (016 in s;zell,
fo = = h/2

irther, a was taken equal to B, which implies a wave aspect ratio of unity.
rsults of these computations are shown in Figures 94 through 103 for the
ove axial loading rates, Since each of these families of curves contains
iad-deflection relations for a variety of values of n, the number of half
wves in the circumferential direction, it is necessary io formulate a criterion
r selection of the significant value of n in each case. The criterion employed
that the curve corresponding to the true value of n is that one in which the
st-buckling load (characterized by a vertical tangent to the T - { curve) is
hieved in a minimum time. It is to be observed that there are in each family
‘ew curves which do not have any point corresponding to a postbuckling load
naturally these curves are eliminated from further consideration, Also, it
to bz observed that the inflection point of any curve possessing a vertical
1gent essentially corresponds to the dynamic buckling load of the system and
cause of the nature of the curves in any one family, that curve in which post-
ckling is achieved in minimumn time is also the same curve in which the in-
ction point is reached in minimum time., Also, at.the inflection point, the
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" rate of cml;xahge’ of load with rellpect' to latei'ii deflection is maximum for thhe‘

curve corresponding to the true mode of collapse, i.e., the desired value of
n. All of these facts make the selection of the proper value of n possible and

all are in fact synonomous witk buckling, i.e.,.a rather sudden change in the -

nature of the behavior of the system,
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PLA.STIC BEHAVIOR OF AXIALLY LQADED CYLINDRICAL SHELIS

: To date only a very limited amount of work has been done in the gen-
- *al area of dynamic plant1c1ty of a ells (Refs. 34, 35, 36). This is due. ‘
* rgely to the rather considerable mathematical complexxtle. of the problem,
.. the present analysis an approximate method for predicting large plastic de-
rmation of axially loaded cylmdncal shells is developed through use of
- tergy cntena. b
Itis auumed that the shell is aubJected toa dynamxcally applied amal
. ad of short time duration, This essentially reduces the problem to one of
- nsidering a structure having an initial kinetic energy. If the energy absorbed
_ .. the shell is considered as a function of lateral deflection, then according to
---sference 36, there can be a region of instability in the elastic region which
rresponds to snap buckling of the shell, or, if this does not occur then when
- @ structure becomes plastic there could be a point of plastic instability, If
such point exists and the shell is loaded further then there exists a point
‘ which a slight increment of energy will lead to a very large deformation of
1 e shell., This last possibility is termed collapse.

‘ For an elasto-plaatxc mater1a1 the work done by the 1nternal forces

\ ~r unit volume is given by }
i‘ «
|

x*
ul
N

Nl

R
| - (45)

\4 :/ g de, +
1 1
o]
|
ere the repeated index implies sut*xmation and
i
]

_YZJ 2 12 2 2 2 2
= (o'x ay) +(°y"°i) +(cz-o'x) +(7(‘F‘xy +‘l’Yz +sz)

i

r a thin shell of incompressible material (£ = o) these relations beco;aé
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1 y ¥y Xy e e ,°;‘Lc)

2

2 1
6 4C€+€ + = €
’7’[ y 4 xy

2

\ where thc integratmn is extended nver the volume of the ehell

The strains at any distance z from the mxddle surface are given by

€ = ¢ -z

x X 1

]

cy = ty - z»KZ | (48)
c' = € =227

xy xy

where €., €., €, are given by Equations (22) and " KZ and T are the
usual curvatures ard twist defined by

W, Lw
1 3 2
- 3. az'w + 1 3v
27 g2 % TR
2.
1 3 1 3v
T a—— _— —— E—
"R oo P R o (49)
where ) is the central angle de}ined by t\hec relation
dy = Rd: (49:.)
Ne i, a deformation-type elasto-plastic stress-strain law can be
written as
_4 1 1
O‘x- -3“5_1-( i +7€x)
g
_4 i + )
UY = f_é? (¢ tx € ) (50)
T = }. 31— €
xy 2 e, Xy
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——for Y = +5 and where :
o, '
2=k [1 - w(ci)]
E‘or the elastic regzon w (e ) vamshes. For very large deforma.tions we may %
B -easonably neglect all terms involvirg u and v as well as their derivatives
8 being small compared to w and its derivatives in which case
¢ =1 (_b_vg)z -z 32w i
x 2 \dx | axz :
¢ =3 (..a.‘!.)z‘. .‘X__z...a_i_"! | ' (51)
y ~ 2 \Ra) R™ g2 4,2
! d 3 32
e =4 2w . Sw_o,2., 9 w
xy R ox ) R Ox0A

We shall consider an elastic linear hardening material which is incom-
- ressible and whose stress-strain relations are given by

w(ei) = o for €, < es' (elastic region)

, ‘ : (52)
‘ €,
w(e) =1 --é-- for € >e€_ (plastic region)
i ‘
" hére’ €B°Cia::lc:fz§ 'Lsf:ain':gt whmh yxeldmgﬁccurs in uniaxial tension and
. 1949
n=1-% 9c (53)
i

‘ith these last relations the work done by the mternal forces (Equation 45)
:comes

L 2TR
3
v =/ / 'g‘ E (1 -m) [h'}’(x,)\) +"}%"6(Xo>\)]
[o] (o] )

h 54

{7 (x, ) + 2 btx, 1)} 3/2] Tz

= |
\[_ 6 (x,)) dx dy

2.

2
t3

__h
z2="2
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- 4 2 2 2
_1fd3dw +1/f3w 3w ]l wfdw
”"'””‘(W) 7( x) ('éy‘) ) a(‘e?)
B T ‘4 2 L2
Afaw)  w
&) - 36)
(22 w\2 1 azw 22w . 1 [22w\2+ 1 [#w)?
BN = () + 5 ) Tz eey) 69
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For extremely large deformations the terms in Equation (54) which correspond
to bending strains can be neglected and the work becomes

27R : ' . '
/ / ] 2MEe, ‘

T E (1 - 1) |hylx,}) 2hfyx, V| ax dy {56)

, [ i e |

For a perfectly pLast1c material, =1 and for this case Equation (56)
becomes

- 27R

ZnEe . :
// 2 h Jy(x, N dx dy (57)

‘, ) If I denotes the 1mpulse per un.t mass 1mparted to the shell by the
axlal loading, then from impulse-momentum relatiohs one can write for an
elemental mass dm

or

[ =% (58)
The kinetic energy of the shell, from Equation (29) now becomes

E. = % oh 1% da (59)
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_ere the integration excends over the entire middle surface of the shell,

us, any specified form of impulse can now be substituted in Equation (59)
yield the kinetic energy ‘of the shell., Let us take this in the form I (x,y) =
»»»»»» - {x%,y¥). Then it is possible to equate the initial kinetic energy (Equation 59)
~ the work done by the internal forces (Equation 57).

At this puint in the analysiz-itis necessary to. assume a‘deflection " " ¢ - ot
:.fxguratzon. One excellent possibility is to utilize that offered in Reference :
thich related the geometry of the triangular plane surfaces which form upca

---lapse to the geometric parameters of the shell, In this mannexr the impulse
fuired to cause collapse, i. e.aspecified lateral deflection is determined,
tause of the complexity of these relations it is almost essential that these *
‘culations be carried out ¢n a digital computer. .
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PART I - COMPARISON OF THEORETICAL PREDICTIONS
‘ WITH EXPERIMENTAL RESULTS

< RIGID IMPACT OF PRESSURIZED CYLINDRICAL SHELLS

: A comiparison between the theoretical predictions with the experi-
mental results as obtained under this program are summarized in Table 10.
Tae comparison is made for a 5052 H-38 Al shell having the following di-
mensions: Mean diameter, 5.716; length 22,8 in., wall thickness ,016 in,

TABLE 10, COMPARISCN OF THEORETICAL AND
EXPERIMENTAL RESULTS - PHASE 1

v _ _ .
o q c (4 ~y ¢ t Test
Ft/sec psig T S [y (g ‘crp ‘g 'y,
11.5 17 .355 .450 - 6 5 325 560 G2
11.5 17 .35 .e12'%) 600  G-gil)
. .355  .520 |
11.5 34  .380 482 6 5 370 570 G-3
23 17 .437  .417 6 140 260 G-6
23 34 .448 .370 6 205 250 G-7

{2) Measured near the impacted end with one pair of opposite strain gages
(1) Specimen had supported impacted end condition. All other tests utilized
free end condltxon.

< ¢ ©

“Il. NON-RIGID IMPACT - ' - oo R

Comparison is made for two shell thicknesses on the basis of three
constant rates of axial stress rise, -g-g— « The rates determined from the

rigid body sand impact tests are as follows:
For the ,016 in, shell:

do

= 0. 5 x 10°, 214 x 10°

, and 708 x 106 psi/sec,

i =9 :,008:%
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i For the ,008 in, shell:
L Sa6l2x108 4192105, and 1417 x 168 paiseec.
£ =9 =.008in =h “
- < The comparison is shown in Table-1l.« .- voico o s 700 0 o e
“TABLE 11, COMPARISON OF THEORETICAL AND |
EXPERIMENTAL RESULTS - PHASE 3 |
psi/sec  h crp ¢ Wit g T E Test
x 106 in, Hsec jsec No.
3.5 .o16 .462 .2nM 7 .. 900 s00ft) s.17
214 L016 .41  .446 6 6 114 300 S-14
708 016 .75 -.462 8 10° 77 260 ~ S-13 i
. @ 7 e . ¢
6.2 .008 . .37  .394 5 5.6 179 380  S-16 !
419 .008 .62  .728 11 10 44 220  S-19
1417 .008 1,30 .74l 14 5 28 200  S-15

(1) Prebuckled

The following comparisonc applies to the h = .008 in shell with £ o ='I{, = 2h =

f016 in. A L .
psifsec x10-6 STy erg (g (adgp  ofT ' pacE
61,2 .20 . 394 6 5-6 92 380
419 .57 . 728 9 10 41 220
The values corresponding to the f = 2h imperfection factor are prob=-

ably more applicable to the , 008 in thickrniess cylindrical shells tested in this
program. As determined in the preceding program, these shells were im-
periect by a factor of two wall thicknesses whereas the 016 in, shells were
imperfect by a factor between h/2 and h, What needs to be done in order to
obtain a valid cormparison is 2 measurement of each shell in its test fixture
prior to testing as was done in the pressurized shell experiments during

this program,
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2 SUL%MARY DISCUSSION AND CONCLUSIONS

}.l RiTid Impact : S

, |[Except for test no. G-8 in which the specimen was supported by the

drcular plate at the impacted ¢nd, the experimentally obtained valucs of 0 ¢r
anged from 82 to 127% of the theoretically predicteda values. Risking making
onclusions based on a small number of tests, it is nbserved that at V, = 11.5

P

k

o)

£ .,955 and . 826 (Tests nos. G-6 and G-7, respectively). Also, in the
5.
latter pair, specimen G-7 had a lower (0 r) than specimen G-6 despite

the fact that its internal pressure was twfce%.l high as G-6. This
trend in the experiments, which runs contrary to theoretical predictions,
is due largely to the effect of the asymmetry of the applied impact loading.
This conclusion is drawn from the observation that the variation of the
peak values among the three measurements of axial strain made in each test
is larger in specimens G-6 and G-7 than in G-2 and G-3. A comparison of the
atio of the largest deviation of a local value from the average of the three
alues to the average value shows: G-2: 10%, G-3: 3%, G.6: 13%,
t=7: 25%. The results of test no. G-4 may be recalled at this time in
thich the obaserved asymmetrical impact produced low axial strains, The
latness of the impact, as obtained from the appzratus employed for these
ssts, was less at higher impact velocities. It may be concluded, there-
sre, that a small axial asymmetry of the impict, significantly reduces
- ae buckling stress. A large non-uniformity results in local deformations
ccurring where the impact is applied and a buckling response is rot
resent, at least initially, Relatively low axial loads are introduced
uring this initial phase, but when the impact is later applied to the entire
orss section, the shell undergoes a collapse process which is eimilar te
1¢ case of a uniformly applied impact.. . . c e

The edge support condition has an important effect on the buckling
ehavior of an axialiy impacted shell. The comparison between test nos. G-8
nd G-2 show thata substantial increase in the buckling strese resulted by
reventing local buckling from occurring at the impacted end. In both tests,
1e impacted edge was initally free of restraint prior to the impact, and the
iternal pressurization produced no initial deforrnations at that end. The effect
:sted therefore was that of inward rotation of the shell wall at the impacted

nd, specimen G-2 being free tc rotate and G-8 restrained against inward
otation. !

~

For the case of an internally pressurized right circuiar cylindric‘a}l
iell subject to axially syrametric impact by a rigid body, a nonlinear theory

ccrporating effects of initial imperfections has been~presented which predicts
'namic buckling loads with good accuracy. The theory p icts the number of

rcumferential waves with considerable accuracy and%di‘c‘&tgs correctly

BN
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expenmentally obcerved trend of decrea-mg time requlred to reach the ‘
ing load with increasing impact velocity for like shells with equal

- Bsurization. Further, it correctly predicts the experimentally observed

. 1d of increasing time required to reach the buckling load when the internal
‘ llufe is increased for éonstant impact velocities.

2 High Velocity Impact

~ .« OQver the velocity range-216-27] ft/aec covered in tests: HV-4, 26, and

‘an inverse trend of both axial strain and axial force with velocity was
erved. The values ci the first peak of the strain records obtained at the
~length pontxon are as follows(Each value is the average of two measure-
its): HV-4 (V, = 216 ft/sec), €=3450uin/in; HV-6 (V, = 225 ft/sec), € = 2700
lin. A aimxlar trend was noted also inthe average values of the strain and
)arately) acceleration records. Considering the gross average of the strain
acceleration measurements (taken together) the fcllowing values for the
rage force sustained by the shells during a large portion of the collapse
ceu are: P = 2150 1b for V, = 220 ft/sec (average of Test nos. HV-4 and -6)

= 1899 1b for V, 271 ft/sec (Test No. HV-7). The c¢orresponding
enslonless stresses, 0=.127 and . 112,

Further experimentation is required to substantiate the observed inverse
id of axial force with impact velocity and to determine whether this trend is
:inuous for a given shell or whether it is interrupted by the occurrence of
1ging buckle and collapse modes.

The fact that the high strain Jevels sustained for substantial times
erring to Figures 86 and 93) at the forward gage position were not trans-
ed to the mid-length positions is puzzlmg Further work should be done
xplain this phenomenon.

As noted previously, a ring collapse mode was obtained in Test No.
8 conducted at Vg = 392 ft/sec. It is believed that this is the first time
1a configuration has been observed in a thin shell. Further work is needed
etermine what is the critical, postbuckhng. and collapse behavior of a shell
nit undex‘goes this type of response. It- 13 éxpected that ‘the ‘ring mode shouid °
inate in the high velocity loading regime.!” What is the mode of résponse at
1 higher velocities ? Obviously, there are thresholds of velocity which
irate distinctly different regimes of response in a shell such as a cylinder
one under axial impact. Exploratior of these regxmes should prove interesting
meaningful to the structures field.

} Non-Rigid Impact

Axial impact of a right circular cylindrical shell into a non-rigid medium
studied experimentally with the aid of a calibration obtained from a rigid
r force~time penetration curve for the same medium. Agreement of test
ilts from impact of cylindrical shells into sand with predictions of a nonlinear
ry incorporating effects of initial imperfections is moderately good with regard
iean axial buckling stress. This applies to thin shells (R/h = 356) which were
vn to possess initial geometric imperfections of appro‘umately twice the wall
kness. For the thicker shells (R/h = 178) possessing initial imperfections
ing from half the shell thickness to the full shell thickness, agreement of
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iuckhng stresses was again moderately good, being much better for lower

rpact velocities. In all cases the nonlinear theory predicts the number of
rcumferential waves with rather good accuracy. Further, it predicts correctly

he experimentally observed trend of decreasing time required to reach the buckling

oad with increasing impact velocity.

It would appear, from the moderately good agreement between the theo-
etical and experimental results obtained herein, that reasonable estimates of
wckling stress for non-rigid impact can be made, provided that the following
‘onditions are met: (1) the force-time curve of the impacted medium has an
pproximately linear initial rise to the peak value; (2) the frontal structure which
nakes the initial contact with the medium is sufficiently rugged to remain rigid
luring the impact. In order to apply the analysis, the rigid body force-time
haracteristic for the impacted medium must be determined and the slope
epresenting the initial rise to the peak obtained. Values of Tand{ are then
omputed for particular values of n. Plots of Gvs { are made for various values
f n, and that curve which is the first (in time) to reach a clearly defined peak in

is selected as the pertinent curve. The value of T at the inflection pomt of this
urve corresponds to the buckling stress. Since the applied load varies linearly
rith time, the time corresponding to buckling is easily obtained.

As with rigid impact the initial imperfections of the shell, especially at
he ends, must be known if accuracy of prediction is to be obtained. The methods
>r measuring and computing actual imperfections, described previously, are
ecommended as both accurate and convenient for this purpose.
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(b) PRISMO!DAL INEXTENSIONAL SHORTENING CONFIGURATIO!
FOR A CONICAL SHELL

Figure 36, Prismoidal Inextensional Shortening Configuration
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Effect of Internal Pressurization on the Buckling Stress of a Circular

Cylindrical Shell Subject to a Constant Velocity of End Shortening
(V, = 11.5 ftisec., h=,016in, Al)
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